
1. 2. 3.
Sizes: 

3/16" – 1/4"

(4.8 mm – 6.4 mm) 

Materials: 

Aluminum, Steel

Headforms: 

Brazier, Mushroom, Truss, 

Countersunk

Collar option: 

Flanged

Maxlok®  
High strength, vibration resistant lockbolts with 

multi-grip capability.

Assembly applications 

Commercial vehicles

Heating and ventilation

Frame building

Commercial vehicles

Key features and benefi ts 

Wide grip range reduces inventory, simplifi es 

stock control, and accommodates wide variations 

in material thickness

High shear strength for high strength assembly

High, controlled clamp provides excellent vibration 

resistance

Wide range of special purpose installation tools

 Quick to install across a wide range of applications

Brazier, countersunk, mushroom and truss head 

forms suit a wide variety of applications

 Easy to inspect tampering

TIR approved

Typical placing sequence 

Fan bearing arm

Please visit our website for fastener placing animations and technical data.

Specifi cations 

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+POP-Avdel+Lockbolt+Cat
http://www.aboveboardelectronics.com


ø øB D F R øT Part No/ref Part No/ref

lbf1) lbf1)

nom. min. max. max. max. max. ref. max. max. (kN1)) (kN1)) Pin Collar

3/16"
(4.8mm)

.062
(1.6)

.625
(15.9) .203

(5.16)
.395

(10.1)
.126
(3.2)

.090
(2.3) .344

(8.7)
.396

(10.1)
1855
(8.25)

2250
(10.01)

01901-70610
01981-70600

.312
(7.9)

1.250
(31.7)

.330
(8.4)

01901-70620

1/4"
(6.4mm)

.062
(1.6)

.625
(15.9) .265

(6.75)
.525

(13.3)
.153
(3.9)

.085
(2.2) .531

(13.5)
.516

(13.2)
2650

(11.79)
3600

(16.01)

01901-70810
01981-70800

.312
(7.9)

1.250
(31.7)

.360
(9.1)

01901-70820

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas  y (milímetros)
1) typical values / valeurs moyennes / typische Werte / valori tipici / valores típicos

English Français Deutsch Italiano Español

Brazier head Tête plate Flachrundkopf Testa tonda Cabeza alomada
Pin: Medium carbon steel* 

Zinc plated
Clear trivalent passivated

Tige: Acier*

Revêtement zingué
Passivation claire  
trivalente

Bolzen: Stahl* 

Verzinkt
Klar chromatiert,  
Cr6-frei

Bullone: Acciaio a  
carbonio* 
Zincato
Passivazione chiara 
trivalente

Vástago: Acero medio al 
carbono* 
Zincado
Pasivado claro trivalente

Collar: Low carbon steel**

Zinc plated
Clear trivalent passivated

Bague: Acier bas 
carbone**
Revêtement zingué
Passivation claire  
trivalente

Schließring: Stahl**

Verzinkt
Klar chromatiert,  
Cr6-frei

Collare: Acciaio a basso 
tenore di carbonio**
Zincato
Passivazione chiara 
trivalente

Collar: Acero bajo en 
carbono**
Zincado
Pasivado claro trivalente

*: BS 3111 Type 10, SAE 10B35 DIN 1654, 35B2    **: SAE 1008 EN 10263-2 C8C

øB øT

Maxlok® 1901 Series
Lockbolt Fastener

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+POP-Avdel+Lockbolt+Cat
http://www.aboveboardelectronics.com


ø øB D F R øT Part No/ref Part No/ref

lbf1) lbf1)

nom. min. max. max. max. max. ref. max. max. (kN1)) (kN1)) Pin Collar

3/16"
(4.8mm)

.096
(2.4)

.625
(15.9) .203

(5.16)
.349
(8.9)

.085
(2.2)

.170
(4.3) .344

(8.7)
.396

(10.1)
1855
(8.25)

2250
(10.01)

01902-70610
01981-70600

.312
(7.9)

1.250
(31.7)

.370
(9.4)

01902-70620

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas  y (milímetros)
1) typical values / valeurs moyennes / typische Werte / valori tipici / valores típicos

English Français Deutsch Italiano Español

90° Countersunk 90° Tête fraisée 90° Senkkopf 90° Testa svasata 90° Cabeza avellanada
Pin: Medium carbon steel* 

Zinc plated
Clear trivalent passivated

Tige: Acier*

Revêtement zingué
Passivation claire  
trivalente

Bolzen: Stahl* 

Verzinkt
Klar chromatiert,  
Cr6-frei

Bullone: Acciaio a  
carbonio* 
Zincato
Passivazione chiara 
trivalente

Vástago: Acero medio al 
carbono* 
Zincado
Pasivado claro trivalente

Collar: Low carbon steel**

Zinc plated
Clear trivalent passivated

Bague: Acier bas 
carbone**
Revêtement zingué
Passivation claire  
trivalente

Schließring: Stahl**

Verzinkt
Klar chromatiert,  
Cr6-frei

Collare: Acciaio a basso 
tenore di carbonio**
Zincato
Passivazione chiara 
trivalente

Collar: Acero bajo en 
carbono**
Zincado
Pasivado claro trivalente

*: BS 3111 Type 10, SAE 10B35 DIN 1654, 35B2    **: SAE 1008 EN 10263-2 C8C

Maxlok® 1902 Series
Lockbolt Fastener

øB øT

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+POP-Avdel+Lockbolt+Cat
http://www.aboveboardelectronics.com


ø øB D F R øT Part No/ref Part No/ref

lbf1) lbf1)

nom. min. max. max. max. max. ref. max. max. (kN1)) (kN1)) Pin Collar

3/16"
(4.8mm)

.062
(1.6)

.625
(15.9) .203

(5.16)
.491

(12.5)
.111
(2.9)

.090
(2.3) .344

(8.7)
.396

(10.1)
1855
(8.25)

2250
(10.01)

01903-70610
01981-70600

.312
(7.9)

1.250
(31.7)

.330
(8.4)

01903-70620

1/4"
(6.4mm)

.062
(1.6)

.625
(15.9)

.265
(6.75)

.657
(16.7)

.126
(3.2)

.085
(2.2)

.531
(13.5)

.516
(13.2)

2650
(11.79)

3600
(16.01)

01903-70810

01981-70800
.312
(7.9)

1.250
(31.7)

.360
(9.1)

01903-70820

1.099
(27.9)

2.037
(51.7)

1.147
(29.1)

01903-70832

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas  y (milímetros)
1) typical values / valeurs moyennes / typische Werte / valori tipici / valores típicos

English Français Deutsch Italiano Español

Mushroom head Tête large Rundkopf groß Testa larga Cabeza alomada de 
perfil alto

Pin: Medium carbon steel* 

Zinc plated
Clear trivalent passivated

Tige: Acier*

Revêtement zingué
Passivation claire  
trivalente

Bolzen: Stahl* 

Verzinkt
Klar chromatiert,  
Cr6-frei

Bullone: Acciaio a  
carbonio* 
Zincato
Passivazione chiara 
trivalente

Vástago: Acero medio al 
carbono* 
Zincado
Pasivado claro trivalente

Collar: Low carbon steel**

Zinc plated
Clear trivalent passivated

Bague: Acier bas 
carbone**
Revêtement zingué
Passivation claire  
trivalente

Schließring: Stahl**

Verzinkt
Klar chromatiert,  
Cr6-frei

Collare: Acciaio a basso 
tenore di carbonio**
Zincato
Passivazione chiara 
trivalente

Collar: Acero bajo en 
carbono**
Zincado
Pasivado claro trivalente

*: BS 3111 Type 10, SAE 10B35 DIN 1654, 35B2    **: SAE 1008 EN 10263-2 C8C

Maxlok® 1903 Series
Lockbolt Fastener

D

F

R

øB øT

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+POP-Avdel+Lockbolt+Cat
http://www.aboveboardelectronics.com


ø øB D F R øT Part No/ref Part No/ref

lbf1) lbf1)

nom. min. max. max. max. max. ref. max. max. (kN1)) (kN1)) Pin Collar

3/16"
(4.8mm)

.062
(1.6)

.625
(15.9) .203

(5.16)
.470

(12.0)
.111
(2.9)

.090
(2.3) .344

(8.7)
.396

(10.1)
1855
(8.25)

2250
(10.01)

01905-70610
01981-70600

.312
(7.9)

1.250
(31.7)

.330
(8.4)

01905-70620

1/4"
(6.4mm)

.062
(1.6)

.625
(15.9) .265

(6.75)
.595

(15.2)
.121
(3.1)

.085
(2.2) .531

(13.5)
.516

(13.2)
2650

(11.79)
3600

(16.01)

01905-70810
01981-70800

.312
(7.9)

1.250
(31.7)

.360
(9.1)

01905-70820

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas  y (milímetros)
1) typical values / valeurs moyennes / typische Werte / valori tipici / valores típicos

English Français Deutsch Italiano Español

Truss head Tête large Flachrundkopf groß Testa larga Cabeza alomada de 
perfil bajo

Pin: Medium carbon steel* 

Zinc plated
Clear trivalent passivated

Tige: Acier*

Revêtement zingué
Passivation claire  
trivalente

Bolzen: Stahl* 

Verzinkt
Klar chromatiert,  
Cr6-frei

Bullone: Acciaio a  
carbonio* 
Zincato
Passivazione chiara 
trivalente

Vástago: Acero medio al 
carbono* 
Zincado
Pasivado claro trivalente

Collar: Low carbon steel**

Zinc plated
Clear trivalent passivated

Bague: Acier bas 
carbone**
Revêtement zingué
Passivation claire  
trivalente

Schließring: Stahl**

Verzinkt
Klar chromatiert,  
Cr6-frei

Collare: Acciaio a basso 
tenore di carbonio**
Zincato
Passivazione chiara 
trivalente

Collar: Acero bajo en 
carbono**
Zincado
Pasivado claro trivalente

*: BS 3111 Type 10, SAE 10B35 DIN 1654, 35B2    **: SAE 1008 EN 10263-2 C8C

Maxlok® 1905 Series
Lockbolt Fastener

D

F

R

øB øT

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+POP-Avdel+Lockbolt+Cat
http://www.aboveboardelectronics.com


ø øB D F R øT Part No/ref Part No/ref

lbf1) lbf1)

nom. min. max. max. max. max. ref. max. max. (kN1)) (kN1)) Pin Collar

3/16"
(4.8mm)

.062
(1.6)

.625
(15.9) .203

(5.16)
.394

(10.0)
.133
(3.4)

.090
(2.3) .313

(7.9)
.390
(9.9)

950
(4.23)

1300
(5.78)

01921-00610
01985-00600

.312
(7.9)

1.250
(31.7)

.330
(8.4)

01921-00620

1/4"
(6.4mm)

.062
(1.6)

.625
(15.9) .265

(6.75)
.525

(13.3)
.162
(4.2)

.085
(2.2) .438

(11.1)
.510

(13.0)
1675
(7.45)

2200
(9.79)

01921-00810
01985-00800

.312
(7.9)

1.250
(31.7)

.360
(9.1)

01921-00820

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas  y (milímetros)
1) typical values / valeurs moyennes / typische Werte / valori tipici / valores típicos

English Français Deutsch Italiano Español

Brazier head Tête plate Flachrundkopf Testa tonda Cabeza alomada

Pin: Aluminum alloy* 

Polished

Tige: Alliage 
d‘aluminium*
Poli

Bolzen: Aluminium* 

Poliert

Bullone: Lega di  
alluminio* 
Lucido

Vástago: Aluminio* 

Pulido

Collar: Aluminum alloy* 

Natural

Bague: Alliage 
d‘aluminium*
Brut

Schließring: Aluminium* 

Blank

Collare: Lega di  
alluminio* 
Nessuna finitura

Collar: Aluminio* 

Natural

*: EN AW-7075, AlZn5.5MgCu    **: EN AW-6061, AlMg1SiCu

Maxlok® 1921 Series
Lockbolt Fastener

øB øT

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+POP-Avdel+Lockbolt+Cat
http://www.aboveboardelectronics.com


ø øB D F R øT Part No/ref Part No/ref

lbf1) lbf1)

nom. min. max. max. max. max. ref. max. max. (kN1)) (kN1)) Pin Collar

3/16"
(4.8mm)

.062
(1.6)

.625
(15.9) .203

(5.16)
.490

(12.5)
.110
(2.8)

.090
(2.3) .313

(7.9)
.390
(9.9)

950
(4.23)

1300
(5.78)

01923-00610
01985-00600

.312
(7.9)

1.250
(31.7)

.330
(8.4)

01923-00620

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas  y (milímetros)
1) typical values / valeurs moyennes / typische Werte / valori tipici / valores típicos

Maxlok® 1923 Series
Lockbolt Fastener

D

F

R

øB øT

English Français Deutsch Italiano Español

Mushroom head Tête large Rundkopf groß Testa larga Cabeza alomada de 
perfil alto

Pin: Aluminum alloy* 

Polished

Tige: Alliage 
d‘aluminium*
Poli

Bolzen: Aluminium* 

Poliert

Bullone: Lega di  
alluminio* 
Lucido

Vástago: Aluminio* 

Pulido

Collar: Aluminum alloy** 

Natural

Bague: Alliage 
d‘aluminium**
Brut

Schließring: Aluminium**

Blank

Collare: Lega di  
alluminio** 
Nessuna finitura

Collar: Aluminio** 

Natural

*: BS 1473 7075, DIN 1725, AlZnMgCu1.5, Werkstoff 3.4365   **: BS 1473 6061, DIN 1725, AlMg1SiCu, Werkstoff 3.3211

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+POP-Avdel+Lockbolt+Cat
http://www.aboveboardelectronics.com


Maxlok® 1925 Series
Lockbolt Fastener

ø øB D F R øT Part No/ref Part No/ref

lbf1) lbf1)

nom. min. max. max. max. max. ref. max. max. (kN1)) (kN1)) Pin Collar

3/16"
(4.8mm)

.062
(1.6)

.625
(15.9) .203

(5.16)
.469

(12.0)
.110
(2.8)

.090
(2.3) .313

(7.9)
.390
(9.9)

950
(4.23)

1300
(5.78)

01925-00610
01985-00600

.312
(7.9)

1.250
(31.7)

.330
(8.4)

01925-00620

1/4"
(6.4mm)

.062
(1.6)

.625
(15.9) .265

(6.75)
.594

(15.1)
.120
(3.1)

.085
(2.2) .437

(11.1)
.515

(13.1)
1675
(7.45)

2200
(9.79)

01925-00810
01985-00800

.312
(7.9)

1.250
(31.7)

.360
(9.1)

01925-00820

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas  y (milímetros)
1) typical values / valeurs moyennes / typische Werte / valori tipici / valores típicos

English Français Deutsch Italiano Español

Truss head Tête large Flachrundkopf groß Testa larga Cabeza alomada de 
perfil bajo

Pin: Aluminum alloy* 

Polished

Tige: Alliage 
d‘aluminium*
Poli

Bolzen: Aluminium* 

Poliert

Bullone: Lega di  
alluminio* 
Lucido

Vástago: Aluminio* 

Pulido

Collar: Aluminum alloy**

Natural

Bague: Alliage 
d‘aluminium**
Brut

Schließring: Aluminium**

Blank

Collare: Lega di  
alluminio**
Nessuna finitura

Collar: Aluminio**

Natural

*: 7075   **: 6061

D

F

R

øB øT

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+POP-Avdel+Lockbolt+Cat
http://www.aboveboardelectronics.com
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