
Composite material latch for 
wheel cover 

Chobert®  For Soft and Brittle Materials 

Speed fasteners which provide consistent 

controlled clamp, ideal for soft or brittle materials. 

Key features and benefits 

• Internally tapered bore ensures consistent light clamp 

to reduce potential damage to materials 

• Expands radially during installation to ensure 

maximum hole fill 

• Lower in-place costs than welding or nail rivets 

• Ideal pivot pin or hose tail 

• Bright tin plated brass option for ease of soldering 

and good electrical conductivity 

• Can be bowl fed for larger volume applications 

using automated equipment 

Specifications 	Typical placing sequence 

Sizes: 

3/32" to 1/4" 

(2.4 mm to 6.4 mm) 

Materials: 

Aluminum Alloy, 

Steel and Brass 

Head Styles: 

Dome, Low Profile, 

Countersunk 

1 

 

2. 	 3. 

 

Please visit our website www.StanleyEngineeredFastening.com  for fastener placing animations. 

Assembly applications 

• Automotive 

• Electronic components 

• Sheet metal 

• Electrical engineering 

• Injection moulded 

components 

• Switchgear 

• Domestic appliances 

• General sheet metal 

• General light fabrication  

Alloy tube with nylon bush 	Computer rack glass door hinge 

Cooler 

Window hinge 

Housing for car alarm 

STANLEY. 
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1. 2. 3.

Specifi cations 

Sizes: 

3/32" to 1/4"

(2.4 mm to 6.4 mm)

Materials: 

Aluminum Alloy, 

Steel and Brass

Head Styles: 

Dome, Low Profi le, 

Countersunk 

Speed fasteners which provide consistent 

controlled clamp, ideal for soft or brittle materials.

Assembly applications            

Key features and benefi ts             

•  Internally tapered bore ensures consistent light clamp 

to reduce potential damage to materials

•  Expands radially during installation to ensure 

maximum hole fi ll

• Lower in-place costs than welding or nail rivets

•  Ideal pivot pin or hose tail

•  Bright tin plated brass option for ease of soldering 

and good electrical conductivity

• Can be bowl fed for larger volume applications 

using automated equipment

Composite material latch for 
wheel cover

Window hinge Alloy tube with nylon bush

Cooler

Computer rack glass door hinge

Housing for car alarm

•  Automotive

•  Electronic components

• Sheet metal

• Electrical engineering

• Injection moulded 

components

• Switchgear

•  Domestic appliances

• General sheet metal

• General light fabrication

Typical placing sequence           

Please visit our website www.StanleyEngineeredFastening.com for fastener placing animations.

Chobert® For Soft and Brittle Materials 



English Francais Deutsch Italiano Espanol 

Dome head Tete plate Flachrundkopf Testa tonda Cabeza alomada 

Low carbon steel* Acier bas carbone* Stahl* Acciaio a basso tenore di 
carbonio* 

Acero bajo en carbono* 

Zinc plated Revetement zingue Verzinkt Zincato Zincado 
Clear trivalent passivated Passivation claire 

trivalente 
Klar chromatiert, 
Cr6-frei 

Passivazione chiara 
trivalente 

Pasivado claro trivalente 

*: SAE 1008 / EN 10263-2 C8C (DIN 10263-2 C8C, Qst 34-3) 

0- L 	.. 

1 
oB oA 

1 

POP >II  Avdel®  Chobert® 1121 Series 
Steel 

0 

nom. 

oB 

max. 

D 

max. 

L 

nom. 

oA 

max. 

1  	1 
I 
 

Fasteners per pod 

Nombre de rivets 
par chargeur / 

Niete pro Magazin / 
Rivetti per caricatore/ 

Uds./carga 

± 1 

Part No. 

lbf (kN)1 > min. max. min. max. 

1/8" 
(3.2) 

.062 

.1285 
(3.26) 

.1315 
(3.34) 

.215 
(5.47) 

.044 
(1.12) 

.125 
(3.2) 

.128 
(3.25) 

314 
(1.42) 

71 01121-00404 

.031 
(0.79) 

.093 
(2.36) 

.156 
(4.0) 

57 01121-00405 

.062 
(1.57) 

.125 
(3.18) 

.187 

(4.8) 
51 01121-00406 

.125 
(3.18) 

.187 
(4.75) 

.250  
(6.4) 

39 01121-00408 
 

.187 
(4.75) 

.250 
(6.35) 

.312 
(7.9) 

32 01121-00410 
 

.250 
(6.35) 

.312 
(7.92) 

.375 
(9.5) 

27 01121-00412 
 

5/32 " 
(4.0) 

.062 
(1.57) 

.125 
(3.18) 

.161 
(4.09) 

.164 
(4.17) 

.255 
(6.48) 

.057 
(1.45) 

.187 
(4.8) 

.159 
(4.04) 

539 
(2.44) 

47 01121-00506 

.125 
(3.18) 

.187 
(4.75) 

.250 
(6.4) 

38 01121-00508 

.187 
(4.75) 

.250 
(6.35) 

.312 
(Z 9) 

31 01121-00510 

.250 
(6.35) 

.312 
(7.92) 

.375 

(9.5) 
27 01121-00512 

 

.312 
(7.92) 

.375 
(9.52) 

.437 
(11.1) 

23 01121-00514 
 

.375 
(9.52) 

.437 
(11.10) 

.500 
(12.7) 

21 01121-00516 

dimensions in inch and  (mm) / en pouces et (millimetre) / alle Mark in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 

1) typical values /valeurs moyennes /typische Werte / Valori tipici / valores tipicos 

STANLEY.  1111 -  0 I Please check 
www.StanleyEngineeredFastening.com  
for latest data and installation information. 

Engineered Fastening - 50 -
Please check

www.StanleyEngineeredFastening.com
for latest data and installation information.

English Français Deutsch Italiano Español

Dome head Tête plate Flachrundkopf Testa tonda Cabeza alomada

Low carbon steel*

Zinc plated
Clear trivalent passivated

Acier bas carbone*

Revêtement zingué
Passivation claire  
trivalente

Stahl*

Verzinkt
Klar chromatiert,  
Cr6-frei

Acciaio a basso tenore di 
carbonio*
Zincato
Passivazione chiara 
trivalente

Acero bajo en carbono*

Zincado
Pasivado claro trivalente

*: SAE 1008 / EN 10263-2 C8C (DIN 10263-2 C8C, Qst 34-3)

øB

D L

øA

Chobert® 1121 Series
Steel

ø øB D L øA

Fasteners per pod
Nombre de rivets  

par chargeur /  
Niete pro Magazin / 

Rivetti per caricatore/ 
Uds./carga

Part No.

nom. min. max. min. max. max. max. nom. max. lbf (kN)1) ± 1

 1/8"
(3.2) 

.062
(1.57)

.1285
(3.26)

.1315
(3.34)

.215
(5.47)

.044
(1.12)

.125
(3.2)

.128
(3.25)

314
(1.42)

71 01121-00404

.031
(0.79)

.093
(2.36)

.156
(4.0)

57 01121-00405

.062
(1.57)

.125
(3.18)

.187
(4.8)

51 01121-00406

.125
(3.18)

.187
(4.75)

.250
(6.4)

39 01121-00408

.187
(4.75)

.250
(6.35)

.312
(7.9)

32 01121-00410

.250
(6.35)

.312
(7.92)

.375
(9.5)

27 01121-00412

  5/32" 
(4.0)

.062
(1.57)

.125
(3.18)

.161
(4.09)

.164
(4.17)

.255
(6.48)

.057
(1.45)

.187
(4.8)

.159
(4.04)

539
(2.44)

47 01121-00506

.125
(3.18)

.187
(4.75)

.250
(6.4)

38 01121-00508

.187
(4.75)

.250
(6.35)

.312
(7.9)

31 01121-00510

.250
(6.35)

.312
(7.92)

.375
(9.5)

27 01121-00512

.312
(7.92)

.375
(9.52)

.437
(11.1)

23 01121-00514

.375
(9.52)

.437
(11.10)

.500
(12.7)

21 01121-00516

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


POP >II  Avdel®  Chobert® 1121 Series 
Steel 

D-- 

 

L 

 

oB 

1 

oA 

0 

nom. 

oB 

max. 

D 

max. 

L 

nom. 

elA 

max. 

<ini> 

Ibf  (kN)1 ) 

Fasteners per pod 
Nombre de rivets 

par chargeur / 
Niete pro Magazin / 

Rivetti per caricatore/ 
Uds./carga 

± 1 

Part No. 
/ 

-..-1 

min. 

[...- 

max. min. max. 

3/16" 
(4.8) 

.062 
(1.57) 

.191 
(4.85) 

.194 
(4.93) 

.349 
(8.87) 

.070 
(1.78) 

.157 
(4.0) 

.191 
(4.85) 

719 
(3.20) 

50 01121-00605 

.062 
(1.57) 

.125 
(3.18) 

.219 
(5.6) 

38 01121-00607 

.125 
(3.18) 

.187 
(4.75) 

.281 
(7.2) 

33 01121-00609 

.187 
(4.75) 

.250 
(6.35) 

.344 

(8.8) 
28 01121-00611 

 

.250 
(6.35) 

.312 
(7.92) 

.406  
(10.0) 

24 01121-00613 
 

.312 
(7.92) 

.375 
(9.52) 

.469 
(12.0) 

21 01121-00615 
 

.375 
(9.52) 

.437 
(11.10) 

.531 
(13.5) 

19 01121-00617 

.437 
(11.10) 

.500 
(12.70) 

.594 
(15.1) 

17 01121-00619 
 

1/4" 
(6.4) 

.125 
(3.18) 

.187 
(4.75) 

.250 
(6.35) 

.253 
(6.43) 

.411 
(10.44) 

.083 
(2.11) 

.281 
(Z2) 

.250 
(6.35) 

989 
(4.40) 

32 01121-00809 

.187 
(4.75) 

.250 
(6.35) 

.344 
(8.8) 

27 01121-00811 
 

.250 
(6.35) 

.312 
(7.92) 

.406 
(10.0) 

24 01121-00813 

.312 
(7.92) 

.375 
(9.52) 

.469 
(12.0) 

21 01121-00815 
 

.375 
(9.52) 

.437 
(11.10) 

.531 
(13.5) 

19 01121-00817 

.437 
(11.10) 

.500 
(12.70) 

.594 
(15.1) 

17 01121-00819 
 

dimensions in inch and  (mm) / en pouces et 'millimetre)/ alle MaBe in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 

1) typical values /valeurs moyennes /typische Werte / Valori tipici / valores tipicos 

STANLEY. 
Engineered Fastening 

Please check 
- 51 - 	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 51 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

øB

D L

øA

Chobert® 1121 Series
Steel

ø øB D L øA

Fasteners per pod
Nombre de rivets  

par chargeur /  
Niete pro Magazin / 

Rivetti per caricatore/ 
Uds./carga

Part No.

nom. min. max. min. max. max. max. nom. max. lbf (kN)1) ± 1

  3/16"
(4.8)

.062
(1.57)

.191
(4.85)

.194
(4.93)

.349
(8.87)

.070
(1.78)

.157
(4.0)

.191
(4.85)

719
(3.20)

50 01121-00605

.062
(1.57)

.125
(3.18)

.219
(5.6)

38 01121-00607

.125
(3.18)

.187
(4.75)

.281
(7.2)

33 01121-00609

.187
(4.75)

.250
(6.35)

.344
(8.8)

28 01121-00611

.250
(6.35)

.312
(7.92)

.406
(10.0)

24 01121-00613

.312
(7.92)

.375
(9.52)

.469
(12.0)

21 01121-00615

.375
(9.52)

.437
(11.10)

.531
(13.5)

19 01121-00617

.437
(11.10)

.500
(12.70)

.594
(15.1)

17 01121-00619

 1/4"
(6.4)

.125
(3.18)

.187
(4.75)

.250
(6.35)

.253
(6.43)

.411
(10.44)

.083
(2.11)

.281
(7.2)

.250
(6.35)

989
(4.40)

32 01121-00809

.187
(4.75)

.250
(6.35)

.344
(8.8)

27 01121-00811

.250
(6.35)

.312
(7.92)

.406
(10.0)

24 01121-00813

.312
(7.92)

.375
(9.52)

.469
(12.0)

21 01121-00815

.375
(9.52)

.437
(11.10)

.531
(13.5)

19 01121-00817

.437
(11.10)

.500
(12.70)

.594
(15.1)

17 01121-00819

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


POP >II  Avdel®  Chobert® 1122 Series 
Steel 

English Francais Deutsch Italiano Espanol 

Countersunk head Tete fraisee Senkkopf Testa svasata Cabeza avellanada 

Low carbon steel* Acier bas carbone* Stahl* Acciaio a basso tenore di 
carbonio* 

Acero bajo en carbono* 

Zinc plated Revetement zingue Verzinkt Zincato Zincado 
Clear trivalent passivated Passivation claire 

trivalente 
Klar chromatiert, 
Cr6-frei 

Passivazione chiara 
trivalente 

Pasivado claro trivalente 

*: BS 3111 Type 0 SAE 1008 DIN 1654 Qst 34-3 

      

D L 
-.4- 

oA 

7  

0 

nom. 

oB 

min. 

D 

max. 

L 

max. 

oA 

max. 

Fasteners per pod 

Nombre de rivets par 
chargeur / 

Niete pro Magazin/ 
 

Rivetti per caricatore/ 
Uds./carga 

± 1 

Part No. ) rl  	 ) r 1 1 
I 
 

lbf  (kN)1 > min. max. 

- 

min. max. 

1/8 " 
(3.2) 

.036 
(0.91) 

.062 
(1 . 57) 

.1285 
(3.26) 

.1315 
(3.34) 

.205 
(5.20) 

.036 
(0.92) 

.130 
(3.31) 

.128 
(3.25) 

314 
(1.40) 

90 01122-00404 

.036 
(0.91) 

.093 
(2.36) 

.161 
(4.09) 

72 01122-00405 

.062 
(1.57) 

.125 
(3.17) 

.192 
(4.88)  

61 01122-00406 

.125 
(3.17) 

.187 
(4.75) 

.255 

(648) 
46 01122-00408 

.187 
(4.75) 

.250 
(6.35) 

.317 
(8.06) 

37 01122-00410 
 

.250 
(6.35) 

.312 
(7.92) 

.380 
(9.66) 

31 01122-00412 
 

5/32 " 
(4.0) 

.062 
(1 . 57) 

.125 
(3.17) 

.161 
(4.09) 

.164 
(4.17) 

.245 
(6.22) 

.038 
(0.97) 

.192 
(4.88) 

.159 
(4.04) 

539 
(2.40) 

61 01122-00506 

.125 
(3.17) 

.187 
(4.75) 

.255 
(6.48) 

46 01122-00508 

.187 
(4.75) 

.250 
(6.35) 

.317 

(8.06) 
37 01122-00510 

.250 
(6.35) 

.312 
(7.92) 

.380 
(9.66) 

31 01122-00512 
 

.312 
(7.92) 

.375 
(9.52) 

.442 
(11.23) 

26 01122-00514 

.375 
(9.52) 

.437 
(11.10) 

.505 
(12.83) 

23 01122-00516 

dimensions in inch and  (mm) / en oouces et (millimetre) / alle MaBe in Zoll and  (mm) / in oollici e  (millimetre) / en oulaadas v  (milimetros) 

1) typical values /valeurs moyennes /typische Werte / Valori tipici / valores tipicos 

STANLEY.  -61 -01  Please check 
www.StanleyEngineeredFastening.com  
for latest data and installation information. 

Engineered Fastening - 52 -
Please check

www.StanleyEngineeredFastening.com
for latest data and installation information.

øB øA

LD

120°

English Français Deutsch Italiano Español

Countersunk head Tête fraisée Senkkopf Testa svasata Cabeza avellanada

Low carbon steel*

Zinc plated
Clear trivalent passivated

Acier bas carbone*

Revêtement zingué
Passivation claire  
trivalente

Stahl*

Verzinkt
Klar chromatiert,  
Cr6-frei

Acciaio a basso tenore di 
carbonio*
Zincato
Passivazione chiara 
trivalente

Acero bajo en carbono*

Zincado
Pasivado claro trivalente

*: BS 3111 Type 0  SAE 1008  DIN 1654  Qst 34-3

Chobert® 1122 Series
Steel

ø øB D L øA

Fasteners per pod 
Nombre de rivets par 

chargeur /  
Niete pro Magazin/ 

Rivetti per caricatore/ 
Uds./carga

Part No.

nom. min. max. min. max. min. max. max. max. lbf (kN)1) ± 1

 1/8"
(3.2) 

.036
(0.91)

.062
(1.57)

.1285
(3.26)

.1315
(3.34)

.205
(5.20)

.036
(0.92)

.130
(3.31)

.128
(3.25)

314
(1.40)

90 01122-00404

.036
(0.91)

.093
(2.36)

.161
(4.09)

72 01122-00405

.062
(1.57)

.125
(3.17)

.192
(4.88)

61 01122-00406

.125
(3.17)

.187
(4.75)

.255
(648)

46 01122-00408

.187
(4.75)

.250
(6.35)

.317
(8.06)

37 01122-00410

.250
(6.35)

.312
(7.92)

.380
(9.66)

31 01122-00412

  5/32" 
(4.0)

.062
(1.57)

.125
(3.17)

.161
(4.09)

.164
(4.17)

.245
(6.22)

.038
(0.97)

.192
(4.88)

.159
(4.04)

539
(2.40)

61 01122-00506

.125
(3.17)

.187
(4.75)

.255
(6.48)

46 01122-00508

.187
(4.75)

.250
(6.35)

.317
(8.06)

37 01122-00510

.250
(6.35)

.312
(7.92)

.380
(9.66)

31 01122-00512

.312
(7.92)

.375
(9.52)

.442
(11.23)

26 01122-00514

.375
(9.52)

.437
(11.10)

.505
(12.83)

23 01122-00516

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


POP 	Avdel®  Chobert® 1122 Series 
Steel 

L 

A 

0 

nom. 

0B 

min. 

D 

max. 

L 

max. 

elA 

max. 

Fasteners per pod 
Nombre de rivets par 

chargeur / 
Niete pro Magazin / 

 

Rivetti per caricatore/ 
Uds./carga 

± 1 

Part No. ) rl  	 ) r 1  161> 

Ibf  (kN)1 ) min. max. min. max. 

3/16" 
(4.8) 

.062 
(1.57) 

.125 
(3.17) 

.191 
(4.85) 

.194 
(4.93) 

.339 
(8.61) 

.056 
(1.43) 

.224 
(5.69) 

.191 
(4.85) 

719 
(3.20) 

52 01122-00607 

.125 
(3.17) 

.187 
(4.75) 

.286 
(7.27) 

41 01122-00609  

.187 
(4.75) 

.250 
(6.35) 

.349 
(8.87) 

33 01122-00611 

.250 
(6.35) 

.312 
(7.92) 

.411 
(10.44) 

28 01122-00613 

.312 
(7.92) 

.375 
(9.52) 

.474 
(12.04) 

25 01122-00615 

.375 
(9.52) 

.437 
(11.10) 

.536 
(13.62) 

22 01122-00617 
 

.437 
(11.10) 

.500 
(12.70) 

.599 
(15.22) 

19 01122-00619 

1/4" 
(6.4) 

.250 
(6.35) 

.312 
(7.92) 

.250 
(6.35) 

.253 
(6.43) 

.401 
(10.19) 

.057 
(1.45) 

.411 
(10.44) 

.250 
(6.35) 

989 
(4.40) 

28 01122-00813 
 

.312 
(7.92) 

.375 
(9.52) 

.474 
(12.04) 

25 01122-00815 

.375 
(9.52) 

.437 
(11.10) 

.536 
(13.62) 

22 01122-00817 
 

.437 
(11.10) 

.500 
(12.70) 

.599 
(15.22) 

19 01122-00819 

.500 
(12.70) 

.562 
(14.27) 

.661 
(16.79) 

18 01122-00821 

.562 
(14.27) 

.625 
(15.87) 

.724 
(18.39) 

16 01122-00823 

.625 
(15.87) 

.687 
(17.45) 

.786 
(19.97) 

15 01122-00825 

dimensions in inch and  (mm) / en pouces et 'millimetre)/ alle MaBe in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 

1) typical values /valeurs moyennes /typische Werte / Valori tipici / valores tipicos 

STANLEY. 
Engineered Fastening 

Please check 
- 53 - 	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 53 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

øB øA

LD

120°

Chobert® 1122 Series
Steel

ø øB D L øA

Fasteners per pod 
Nombre de rivets par 

chargeur /  
Niete pro Magazin / 

Rivetti per caricatore/ 
Uds./carga

Part No.

nom. min. max. min. max. min. max. max. max. lbf (kN)1) ± 1

  3/16"
(4.8)

.062
(1.57)

.125
(3.17)

.191
(4.85)

.194
(4.93)

.339
(8.61)

.056
(1.43)

.224
(5.69)

.191
(4.85)

719
(3.20)

52 01122-00607

.125
(3.17)

.187
(4.75)

.286
(7.27)

41 01122-00609

.187
(4.75)

.250
(6.35)

.349
(8.87)

33 01122-00611

.250
(6.35)

.312
(7.92)

.411
(10.44)

28 01122-00613

.312
(7.92)

.375
(9.52)

.474
(12.04)

25 01122-00615

.375
(9.52)

.437
(11.10)

.536
(13.62)

22 01122-00617

.437
(11.10)

.500
(12.70)

.599
(15.22)

19 01122-00619

 1/4"
(6.4)

.250
(6.35)

.312
(7.92)

.250
(6.35)

.253
(6.43)

.401
(10.19)

.057
(1.45)

.411
(10.44)

.250
(6.35)

989
(4.40)

28 01122-00813

.312
(7.92)

.375
(9.52)

.474
(12.04)

25 01122-00815

.375
(9.52)

.437
(11.10)

.536
(13.62)

22 01122-00817

.437
(11.10)

.500
(12.70)

.599
(15.22)

19 01122-00819

.500
(12.70)

.562
(14.27)

.661
(16.79)

18 01122-00821

.562
(14.27)

.625
(15.87)

.724
(18.39)

16 01122-00823

.625
(15.87)

.687
(17.45)

.786
(19.97)

15 01122-00825

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


POP 	Avdel®  Chobert® 1125 / 1131 / (1135) Series  _Ali 
Aluminum 

• 

English 
	

Francais 	 Deutsch 	 Italiano 	 Espanol 

Dome head 
	

Tete plate 	 Flachrundkopf 	Testa tonda 	 Cabeza alomada 

Aluminum alloy 	Alliage d'aluminium 	Aluminium 	 Lega di alluminio 	Aluminio 
Natural 
	

Brut 	 Blank 	 Nessuna finitura 	Natural 

Optional on request / sur demande / auf Anfrage / su richiesta / bajo peticion: 
For 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminum alloy replace part no. 01125 with 01135 / 
pour 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 alliage d'aluminium remplacer la serie 01125 par 01135 / 
fur 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminium-Legierung ersetzen Sie 01125 durch 01135 / 
per 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 lega di alluminio sostituire 01125 con 01135 / 
para 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminio cambiar 01125 por 01135 

      

L 

 

      

oB L= aA  

   

       

0 

nom. 

a 

max. 

D 

max. 

L 

.  ± 007 
V.18) max. 

0Achargeur/ 

Fasteners 
per pod 

Nombre de 
rivets par 

Niete pro 
Magazin i  Rivetti per 
caricatore / 
Udsicarga 

± 1 

Aluminum 

2.5 % Mg 
AA 5052 
DIN 1725 
AlMg2.5 

Werkstoff 3.3523 

Part No. 

3.5 % Mg 
BS 1473 
5154A 

DIN 1725 
AlMg3.5 

Werkstoff 3.3535 

Part No. 

/ 
-•-I 

min. 

I...- 

max. min. max. 

3/32" 
(2.4) 

.062 
(1.57) 

.098 
i) 

.1005 
(2.55) 

.163 
(. 

.037 
(t)..Y4) 

.125 
r3.17) 

.0975 

73 01125-00304 01131-00304 

.062 
(1.57) 

.125 
(3.17) 

.187 
r4.75) 52 01125-00306 01131-00306 

.125 
(3.17) 

.187 
(4.75) 

.250 
r6.3.5) 

41 01125-00308 01131-00308 

.187 
(4.75) 

.250 
(b..1.5) 

.312 
(i..w) 

33 01125-00310 01131-00310 

.250 
(6.35) 

.312 
(Z92) 

.375 
(9.52) 

28 01125-00312 01131-00312 

.312 
(7.92) 

.375 
(9.52) 

.437 
(11.10) 

24 01125-00314 01131-00314 

.375 
(9.52) 

.437 
(11.10) 

.500 
(12.70) 

22 01125-00316 01131-00316 

1/8" 
(3.2) 

.062 
(1.57) 

.1285 
(3.26) 

.1315 
(3.34) 

.217 
(5.52) 

.045 
(1.15) 

.125 
(3.17) 

.128 
(3.25) 

71 01125-00404 01131-00404 

.062 
(1.57) 

.125 
(3.17) 

.187 
(4.75) 

51 01125-00406 01131-00406 

.125 
P 171  

.187 
(4.75) 

.250 
(6' 7c) 

39 01125-00408 01131-00408 

.187 
(4.75) 

.250 
(6.35) 

.312 
[7.92) 

32 01125-00410 01131-00410 

.250 
(6.35) 

.312 
(7.92) 

.375 
(9.52) 

27 01125-00412 01131-00412 

dimensions in inch and  (mm) / en pouces et 'millimetre) / alle MaBe in Zoll and  (mm)/  in pollici e  (milimetri) / en pulgadas y (milimetros) 

STANLEY. 
Engineered Fastening 

Please check 
- 54 - 	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 54 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

øB

D L

øA

English Français Deutsch Italiano Español

Dome head Tête plate Flachrundkopf Testa tonda Cabeza alomada

Aluminum alloy
Natural

Alliage d‘aluminium
Brut

Aluminium
Blank

Lega di alluminio
Nessuna finitura

Aluminio 
Natural

Optional on request / sur demande / auf Anfrage / su richiesta / bajo petición:

For 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminum alloy replace part no. 01125 with 01135 / 
pour 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 alliage d'aluminium remplacer la série 01125 par 01135 / 
für 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminium-Legierung ersetzen Sie 01125 durch 01135 / 
per 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 lega di alluminio sostituire 01125 con 01135 / 
para 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminio cambiar 01125 por 01135

Chobert® 1125 / 1131 / (1135) Series
Aluminum

ø øB D L øA

Fasteners 
per pod 

Nombre de 
rivets par 
chargeur / 
Niete pro 
Magazin / 
Rivetti per 
caricatore / 
Uds./carga

Aluminum

 2.5 % Mg
AA 5052
DIN 1725
AlMg2.5

Werkstoff 3.3523

 3.5 % Mg
BS 1473
5154A

DIN 1725
AlMg3.5

Werkstoff 3.3535

nom. min. max. min. max. max. max.
± .007
(0.18) max. ± 1 Part No. Part No.

  3/32"
(2.4)

.062
(1.57)

.098
(2.49)

.1005
(2.55)

.163
(4.14)

.037
(0.94)

.125
(3.17)

.0975
(2.48)

73 01125-00304 01131-00304

.062
(1.57)

.125
(3.17)

.187
(4.75)

52 01125-00306 01131-00306

.125
(3.17)

.187
(4.75)

.250
(6.35)

41 01125-00308 01131-00308

.187
(4.75)

.250
(6.35)

.312
(7.92)

33 01125-00310 01131-00310

.250
(6.35)

.312
(7.92)

.375
(9.52)

28 01125-00312 01131-00312

.312
(7.92)

.375
(9.52)

.437
(11.10)

24 01125-00314 01131-00314

.375
(9.52)

.437
(11.10)

.500
(12.70)

22 01125-00316 01131-00316

 1/8"
(3.2) 

.062
(1.57)

.1285
(3.26)

.1315
(3.34)

.217
(5.52)

.045
(1.15)

.125
(3.17)

.128
(3.25)

71 01125-00404 01131-00404

.062
(1.57)

.125
(3.17)

.187
(4.75)

51 01125-00406 01131-00406

.125
(3.17)

.187
(4.75)

.250
(6.35)

39 01125-00408 01131-00408

.187
(4.75)

.250
(6.35)

.312
(7.92)

32 01125-00410 01131-00410

.250
(6.35)

.312
(7.92)

.375
(9.52)

27 01125-00412 01131-00412

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


POP 	Avdel®  Chobert® 1125 / 1131 / (1135) Series  
Aluminum 	 ib‘ 

•/ 

D- L 

   

oB oA 

   

   

    

0 

nom. 

oB 

max. 

D 

max. 

L 

± .  007 
(0.18) 

0A 

max. 

Fasteners 
per pod 

Nombre de 
rivets par 
chargeur / 
Niete pro 
Magazin i  Rivetti per 

caricatore / 
Uds./carga 

± 1 

Aluminum 

2.5 % Mg 
AA 5052 
DIN 1725 
AIMg2.5 

Werkstoff 3.3523 

Part No. 

3.5 % Mg 
BS 1473 
5154A 

DIN 1725 
AIMg3.5 

Werkstoff 3.3535 

Part No. 

/ 
--1 

min. 

1-..- 

max. min. max. 

1/8" 
(3.2) 

.312 
(7.92) 

.375 
(9.52) .1285 

(3.26) 
.1315 
(3.34) 

.217 
(5.52) 

.045 
(1 .1 5) 

.437 
(11.10)  .128 

(3.25) 

23 01125-00414 01131-00414 

.375 
(9.52) 

.437 
(11.10) 

.500 
(12.70) 

01125-00416 01131-00416 

5/32" 
(4.0) 

.062 
(1.57) 

.125 
(3.17) 

.161 
(4.09) 

.164 
(4.17) 

.257 
(6.53) 

.058 
(1.48) 

.187 
(475) 

.1595 
(4.06) 

47 01125-00506 01131-00506 

.125 
(3.17) 

.187 
(4.75) 

.250 
(6.35) 

38 01125-00508 01131-00508 

.187 
(4.75) 

.250 
(6.35) 

.312 
(7.92) 

31 01125-00510 01131-00510 

.250 
(6.35) 

.312 
(7.92) 

.375 
(9.52) 

27 01125-00512 01131-00512 

.312 
(7.92) 

.375 
(9.52) 

.437  
(11.10) 

23 01125-00514 01131-00514 

.375 
(9.52) 

.437 
(11.10) 

.500 
(12.70) 

21 01125-00516 01131-00516 

.437 
(11.10) 

.500 
(12.70) 

.567 
(14.40) 

01125-00518 01131-00518 
 

.500 
(12.70) 

.562 
(14.27) 

.630 
(16.00) 

01125-00520 01131-00520 
 

3/16" 
(4.8) 

.062 
(1.57) 

.191 
(4.85) 

.194 
(4.93) 

.351 
(8.92) 

.071 
(1.81) 

.156 
(3.96) 

.1895 
(4.82) 

50 01131-00605 

.062 
(1.57) 

.125 
(3.17) 

.219 
(5.56) 

38 01125-00607 01131-00607 

.125 
(3.17) 

.187 
(4.75) 

.281 
(7.14) 

33 01125-00609 01131-00609 

.187 
(4.75) 

.250 
(6.35) 

.344 
(8.74) 

28 01125-00611 01131-00611 

.250 
(6.35) 

.312 
(7.92) 

.406 
(10.31) 

24 01125-00613 01131-00613 

.312 
(Z92) 

.375 
(9.52) 

.469 
(11.91) 

21 01125-00615 01131-00615 

.375 
(9.52) 

.437 
(11.10) 

.531 
(13.49) 

19 01125-00617 01131-00617 

.437 
(11.10) 

.500 
(12.70) 

.594 
(15.09) 

17 01125-00619 01131-00619 

dimensions in inch and  (mm) / en pouces et (millimetre) / alle MaBe in Zoll and  (mm)/  in pollici e / en pulgadas y (milimetros) 

I 
STANLEY. 	 Please check 
Engineered Fastening 
	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 55 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

øB

D L

øA

Chobert® 1125 / 1131 / (1135) Series
Aluminum

ø øB D L øA

Fasteners 
per pod 

Nombre de 
rivets par 
chargeur / 
Niete pro 
Magazin / 
Rivetti per 
caricatore / 
Uds./carga

Aluminum

 2.5 % Mg
AA 5052
DIN 1725
AlMg2.5

Werkstoff 3.3523

 3.5 % Mg
BS 1473
5154A

DIN 1725
AlMg3.5

Werkstoff 3.3535

nom. min. max. min. max. max. max.
± .007
(0.18) max. ± 1 Part No. Part No.

 1/8"
(3.2) 

.312
(7.92)

.375
(9.52) .1285

(3.26)
.1315
(3.34)

.217
(5.52)

.045
(1.15)

.437
(11.10) .128

(3.25)

23 01125-00414 01131-00414

.375
(9.52)

.437
(11.10)

.500
(12.70)

01125-00416 01131-00416

  5/32" 
(4.0)

.062
(1.57)

.125
(3.17)

.161
(4.09)

.164
(4.17)

.257
(6.53)

.058
(1.48)

.187
(4.75)

.1595
(4.06)

47 01125-00506 01131-00506

.125
(3.17)

.187
(4.75)

.250
(6.35)

38 01125-00508 01131-00508

.187
(4.75)

.250
(6.35)

.312
(7.92)

31 01125-00510 01131-00510

.250
(6.35)

.312
(7.92)

.375
(9.52)

27 01125-00512 01131-00512

.312
(7.92)

.375
(9.52)

.437
(11.10)

23 01125-00514 01131-00514

.375
(9.52)

.437
(11.10)

.500
(12.70)

21 01125-00516 01131-00516

.437
(11.10)

.500
(12.70)

.567
(14.40)

01125-00518 01131-00518

.500
(12.70)

.562
(14.27)

.630
(16.00)

01125-00520 01131-00520

  3/16"
(4.8)

.062
(1.57)

.191
(4.85)

.194
(4.93)

.351
(8.92)

.071
(1.81)

.156
(3.96)

.1895
(4.82)

50 01131-00605

.062
(1.57)

.125
(3.17)

.219
(5.56)

38 01125-00607 01131-00607

.125
(3.17)

.187
(4.75)

.281
(7.14)

33 01125-00609 01131-00609

.187
(4.75)

.250
(6.35)

.344
(8.74)

28 01125-00611 01131-00611

.250
(6.35)

.312
(7.92)

.406
(10.31)

24 01125-00613 01131-00613

.312
(7.92)

.375
(9.52)

.469
(11.91)

21 01125-00615 01131-00615

.375
(9.52)

.437
(11.10)

.531
(13.49)

19 01125-00617 01131-00617

.437
(11.10)

.500
(12.70)

.594
(15.09)

17 01125-00619 01131-00619

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


POP 	Avdel®  Chobert® 1125 / 1131 / (1135) Series  _401,14i 
Aluminum 	 ib‘ 

• i 

      

L  

      

            

          

          

          

oB 

      

aA 

II 

        

        

          

          

0 

nom. 

a 

max. 

D 

max. 

L 

± .  007 
(0.18) 

OA 

max. 

Fasteners 
per pod 

Nombre de 
rivets par 
chargeur / 
Niete pro 

magazin i  Rivetti per 
caricatore / 
Uds./carga 

± 1 

Aluminum 

2.5 % Mg 
AA 5052 
DIN 1725 
AIMg2.5 

Werkstoff 3.3523 

Part No. 

3.5 % Mg 
BS 1473 
5154A 

DIN 1725 
AIMg3.5 

Werkstoff 3.3535 

Part No. 

/ 

min. max. min. max. 

1/4" 
(6.4) 

.125 
(3.17) 

.187 
(4.75) 

.250 
(6.35) 

.253 
(6.43) 

.413 
(10.49) 

.084 
(2.14) 

.281 
(7.14) 

.2485 
(6.32) 

32 01131-00809 

.187 
(4.75) 

.250 
(6.35) 

.344 
(8.74) 

27 01131-00811  

.250 
(6.35) 

.312 
(Z92) 

.406 
(10.31) 

24 01131-00813 

.312 
(7.92) 

.375 
(9.52) 

.469 
(11.91) 

21 01131-00815 

.375 
(9.52) 

.437 
(11.10) 

.531 
(13.49) 

19 01131-00817 

.437 
(11.10) 

.500 
(12.70) 

.594 
(15.09) 

17 01131-00819 

.500 
(12.70) 

.562 
(14.27) 

.656 
(16.66) 

16 01131-00821 

.562 
(14.27) 

.625 
(15.87) 

.719 
(18.26) 

14 01131-00823 

.625 
(15.87) 

.687 
(17.45) 

.781 
(19.84) 

13 01131-00825 

dimensions in inch and  (mm) / en pouces et (millimetre) / alle MaBe in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 

0 

nom. 

1125 

Ibf 

Series 

(kN) 1> 

<Inl> 

Series 

(kN) 1> 

1131 

Ibf 

3/32"  (2.4) 67 (0.30) 112 (0.50) 

1/8"  (3.2) 135 (0.60) 180 (0.80) 

5/32"  (4.0) 225 (1.00) 360 (1.60) 

3/16"  (4.8) 337 (1.50) 450 (2.00) 

1/4"  (6.4) 607 (2.70) 

1) typical values /valeurs moyennes /typische Werte 
Valori tipici / valores tfpicos 

STANLEY. 
Engineered Fastening 

Please check 
-  56 - 	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 56 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

øB

D L

øA

Chobert® 1125 / 1131 / (1135) Series
Aluminum

ø øB D L øA

Fasteners 
per pod 

Nombre de 
rivets par 
chargeur / 
Niete pro 
Magazin / 
Rivetti per 
caricatore / 
Uds./carga

Aluminum

 2.5 % Mg
AA 5052
DIN 1725
AlMg2.5

Werkstoff 3.3523

 3.5 % Mg
BS 1473
5154A

DIN 1725
AlMg3.5

Werkstoff 3.3535

nom. min. max. min. max. max. max.
± .007
(0.18) max. ± 1 Part No. Part No.

 1/4"
(6.4)

.125
(3.17)

.187
(4.75)

.250
(6.35)

.253
(6.43)

.413
(10.49)

.084
(2.14)

.281
(7.14)

.2485
(6.32)

32 01131-00809

.187
(4.75)

.250
(6.35)

.344
(8.74)

27 01131-00811

.250
(6.35)

.312
(7.92)

.406
(10.31)

24 01131-00813

.312
(7.92)

.375
(9.52)

.469
(11.91)

21 01131-00815

.375
(9.52)

.437
(11.10)

.531
(13.49)

19 01131-00817

.437
(11.10)

.500
(12.70)

.594
(15.09)

17 01131-00819

.500
(12.70)

.562
(14.27)

.656
(16.66)

16 01131-00821

.562
(14.27)

.625
(15.87)

.719
(18.26)

14 01131-00823

.625
(15.87)

.687
(17.45)

.781
(19.84)

13 01131-00825

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

ø

1125 Series 1131 Series

nom. lbf (kN)1) lbf (kN)1)

3/32" (2.4)   67 (0.30) 112 (0.50)

1/8" (3.2) 135 (0.60) 180 (0.80)

  5/32" (4.0) 225 (1.00) 360 (1.60)

3/16" (4.8) 337 (1.50) 450 (2.00)

1/4" (6.4) 607 (2.70)

1) typical values / valeurs moyennes / typische Werte 
Valori tipici / valores típicos

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


POP)2 Avdel®  Chobert® 1132 / (1124 / 1136) Series 
0,  Aluminum 

English 
	

Francais 	 Deutsch 	 Italiano 	 Espanol 

Countersunk head 
	

Tete fraisee 	 Senkkopf 
	

Testa svasata 	 Cabeza avellanada 

Aluminum alloy* 
	

Alliage d'aluminium* 	Aluminium* 	 Lega di alluminio* 	Aluminio* 
Natural 
	

Brut 	 Blank 	 Nessuna finitura 	Natural 

*: 3.5 % Mg BS 1473 5154A DIN 1725 AlMg3.5 Werkstoff 3.3535 

Optional on request / sur demande / auf Anfrage / su richiesta / bajo peticion: 

For 2.5 % Mg AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 Aluminum alloy replace part no. 01132 with 01124 / 
pour 2.5 % Mg AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 alliage d'aluminium remplacer la serie 01132 par 01124 / 
fur 2.5 % Mg AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 Aluminium-Legierung ersetzen Sie 01132 durch 01124 / 
per 2.5 % Mg AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 lega di alluminio sostituire 01132 con 01124 / 
para 2.5 % Mg AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 Aluminio cambiar 01132 por 01124 

For 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminum alloy replace part no. 01132 with 01136/ 
pour 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 alliage d'aluminium remplacer la serie 01132 par 01136 / 
fur 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminium-Legierung ersetzen Sie 01132 durch 01136 / 
per 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 lega di alluminio sostituire 01132 con 01136/ 
para 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminio cambiar 01132 por 01136 

        

   

L 

    

       

        

        

      

oA 

        

        

0 

nom. 

0BD 

min. max. 

L 

max. 

0A 1  

max. 

Fasteners per pod 
Nombre de rivets par 

chargeur / 
Niete pro Magazin / 

Rivetti per caricatore / 
Uds./carga 

± 1 

Part No. rl ) 	r il!' 

lbf  (kN)1 > min. max. min. max. 

.062 .130 
(7.57) (3.37) 

90 01132-00304 

.062 .125 .192 
61 01132-00306 

(1.57) (3.17) (4.88) 

3/32" .125 .187 .098 .1005 .164 .035 .255 .097 112 
46 01132-00308 

(2.4) (3.17) (4.75) (2.49) (2.55) (4.16) (0.89) (6.48) (2.46) (0.50) 

.187 .250 .317 
37 01132-00310 

(4.75) (6.35) (8.06) 

.250 .312 .380 
(6.35) (7 071  (9.66) 

31 01132-00312 

.062 .130 
(1.57) (3.31) 

90 01132-00404 

.062 .125 .192 
(1.57) (3.17) (4.88) 

61 01132-00406 

1/8" .125 .187 .1285 .1315 .205 .036 .255 .128 202 
46 01132-00408 

(3.2) (3.17) (4.75) (3.26) (3.34) (5.20) (0.92) (6.48) (3.25) (0.90) 

.187 .250 .317 
37 01132-00410 

(4. /5) (645) WM) 

.250 .312 .380 
(6.35) (7.92) (9.66) 

31 01132-00412 
 

dimensions in inch and  (mm) / en pouces et 'millimetre)/ alle MaBe in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 

1) typical values /valeurs moyennes /typische Werte / Valori tipici / valores tipicos 

STANLEY. 
Engineered Fastening 

Please check 
- 57 - 	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 57 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

English Français Deutsch Italiano Español

Countersunk head Tête fraisée Senkkopf Testa svasata Cabeza avellanada

Aluminum alloy*
Natural

Alliage d‘aluminium*
Brut

Aluminium*
Blank

Lega di alluminio*
Nessuna finitura

Aluminio*
Natural

*: 3.5 % Mg BS 1473 5154A DIN 1725 AlMg3.5 Werkstoff 3.3535

Optional on request / sur demande / auf Anfrage / su richiesta / bajo petición:

For 2.5 % Mg AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 Aluminum alloy replace part no. 01132 with 01124 / 
pour 2.5 % Mg AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 alliage d'aluminium remplacer la série 01132 par 01124 / 
für 2.5 % Mg AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 Aluminium-Legierung ersetzen Sie 01132 durch 01124 / 
per 2.5 % Mg AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 lega di alluminio sostituire 01132 con 01124 / 
para 2.5 % Mg AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 Aluminio cambiar 01132 por 01124

For 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminum alloy replace part no. 01132 with 01136 / 
pour 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 alliage d'aluminium remplacer la série 01132 par 01136 / 
für 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminium-Legierung ersetzen Sie 01132 durch 01136 / 
per 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 lega di alluminio sostituire 01132 con 01136 / 
para 5 % Mg BS 1473 5056A DIN 1725 AlMg5 Werkstoff 3.3555 Aluminio cambiar 01132 por 01136

Chobert® 1132 / (1124 / 1136) Series
Aluminum

ø øB D L øA

Fasteners per pod 
Nombre de rivets par 

chargeur /  
Niete pro Magazin / 

Rivetti per caricatore / 
Uds./carga

Part No.

nom. min. max. min. max. min. max. max. max. lbf (kN)1) ± 1

  3/32"
(2.4)

.062
(1.57)

.098
(2.49)

.1005
(2.55)

.164
(4.16)

.035
(0.89)

.130
(3.31)

.097
(2.46)

112
(0.50)

90 01132-00304

.062
(1.57)

.125
(3.17)

.192
(4.88)

61 01132-00306

.125
(3.17)

.187
(4.75)

.255
(6.48)

46 01132-00308

.187
(4.75)

.250
(6.35)

.317
(8.06)

37 01132-00310

.250
(6.35)

.312
(7.92)

.380
(9.66)

31 01132-00312

 1/8"
(3.2) 

.062
(1.57)

.1285
(3.26)

.1315
(3.34)

.205
(5.20)

.036
(0.92)

.130
(3.31)

.128
(3.25)

202
(0.90)

90 01132-00404

.062
(1.57)

.125
(3.17)

.192
(4.88)

61 01132-00406

.125
(3.17)

.187
(4.75)

.255
(6.48)

46 01132-00408

.187
(4.75)

.250
(6.35)

.317
(8.06)

37 01132-00410

.250
(6.35)

.312
(7.92)

.380
(9.66)

31 01132-00412

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

øB øA

LD

120°

1) 3/32"(2.4) = 100°

120°1)

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


PoP)11  Avdel®  Chobert® 1132 / (1124 / 1136) Series 	' 
0,  Aluminum 

L 

oA 

0 

nom. 

0BD 

min. max. 

L 

max. 

0A 1  

max. 

Fasteners per pod 
Nombre de rivets par 

chargeur / 
Niete pro Magazin / 

Rivetti per caricatore / 
Uds/carga 

± 1 

Part No. ) rl 	 ) r > I  

Ibf  (kN)1 ) min. max. min. max. 

5/32" 
(4.0) 

.062 
(1.57) 

.125 
(3.17) 

.161 
(4.09) 

.164 
(4.17) 

.245 
(6.22) 

.038 
(0.97) 

.192 
(4.88) 

.159 
(4.04) 

360 

61 01132-00506 

.125 
(3.17) 

.187 
(4.75) 

.255 
(6.48) 

46 01132-00508 
 

.187 
(4.75) 

.250 
(6.35) 

.317 

(8.06) 
37 01132-00510 

.250 
(6.35) 

.312 
(7.92) 

.380 
(9.66) 

31 01132-00512 
 

.312 
(7.92) 

.375 
(9.52) 

.442 
(11.23) 

26 01132-00514 

.375 
(9.52) 

.437 
(11.10) 

.505 
(12.83) 

23 01132-00516 

3/16" 
(4.8) 

.062 
(1.57) 

.125 
(3.17) 

.191 
(4.85) 

.194 
(4.93) 

.339 
(8.61) 

.056 
(1.43) 

.224 
(5.69) 

.189 
(4.80) 

450 
(2.00) 

52 01132-00607 

.125 
(3.17) 

.187 
(4.75) 

.286 
(7.27) 

41 01132-00609  

.187 
(4.75) 

.250 
(6.35) 

.349 
(8.87) 

33 01132-00611 
 

.250 
(6.35) 

.312 
(7.92) 

.411 
(10.44) 28 01132-00613 

.312 
(7.92) 

.375 
(9.52) 

.474 
(12.04) 

25 01132-00615 

.375 
(9.52) 

.437 
(11.10) 

.536 
(13.62) 

22 01132-00617 

.437 
(11.10) 

.500 
(12.70) 

.599 
(15.22) 

19 01132-00619 

1/4" 
(6.4) 

.125 
(3.17) 

.187 
(4.75) 

.250 
(6.35) 

.253 
(6.43) 

.401 
(10.19) 

.057 
(1.45) 

.286 
(7.27) 

.248 
(6.30) 

607 
_ 

41 01132-00809  

.187 
(4.75) 

.250 
(6.35) 

.349 
(8.87) 

33 01132-00811 
 

.250 
(6.35) 

.312 
(7.92) 

.411 
(10.44)  

28 01132-00813 

.312 
(7.92) 

.375 
(9.52) 

.474 
(12.04) 

25 01132-00815 

.375 
(9.52) 

.437 
(11.10) 

.536 
(13.62) 

22 01132-00817 

.437 
(11.10) 

.500 
(12.70) 

.599 
(15.22) 

19 01132-00819 

dimensions in inch and  (mm) / en pouces et 'millimetre) / alle MaBe in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 

1) typical values /valeurs moyennes /typische Werte / Valori tipici / valores tfpicos 

STANLEY. 
Engineered Fastening 

Please check 
- 58 - 	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 58 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

Chobert® 1132 / (1124 / 1136) Series
Aluminum

ø øB D L øA

Fasteners per pod 
Nombre de rivets par 

chargeur /  
Niete pro Magazin / 

Rivetti per caricatore / 
Uds./carga

Part No.

nom. min. max. min. max. min. max. max. max. lbf (kN)1) ± 1

  5/32" 
(4.0)

.062
(1.57)

.125
(3.17)

.161
(4.09)

.164
(4.17)

.245
(6.22)

.038
(0.97)

.192
(4.88)

.159
(4.04)

360
(1.60)

61 01132-00506

.125
(3.17)

.187
(4.75)

.255
(6.48)

46 01132-00508

.187
(4.75)

.250
(6.35)

.317
(8.06)

37 01132-00510

.250
(6.35)

.312
(7.92)

.380
(9.66)

31 01132-00512

.312
(7.92)

.375
(9.52)

.442
(11.23)

26 01132-00514

.375
(9.52)

.437
(11.10)

.505
(12.83)

23 01132-00516

  3/16"
(4.8)

.062
(1.57)

.125
(3.17)

.191
(4.85)

.194
(4.93)

.339
(8.61)

.056
(1.43)

.224
(5.69)

.189
(4.80)

450
(2.00)

52 01132-00607

.125
(3.17)

.187
(4.75)

.286
(7.27)

41 01132-00609

.187
(4.75)

.250
(6.35)

.349
(8.87)

33 01132-00611

.250
(6.35)

.312
(7.92)

.411
(10.44)

28 01132-00613

.312
(7.92)

.375
(9.52)

.474
(12.04)

25 01132-00615

.375
(9.52)

.437
(11.10)

.536
(13.62)

22 01132-00617

.437
(11.10)

.500
(12.70)

.599
(15.22)

19 01132-00619

 1/4"
(6.4)

.125
(3.17)

.187
(4.75)

.250
(6.35)

.253
(6.43)

.401
(10.19)

.057
(1.45)

.286
(7.27)

.248
(6.30)

607
(2.70)

41 01132-00809

.187
(4.75)

.250
(6.35)

.349
(8.87)

33 01132-00811

.250
(6.35)

.312
(7.92)

.411
(10.44)

28 01132-00813

.312
(7.92)

.375
(9.52)

.474
(12.04)

25 01132-00815

.375
(9.52)

.437
(11.10)

.536
(13.62)

22 01132-00817

.437
(11.10)

.500
(12.70)

.599
(15.22)

19 01132-00819

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

øB øA

LD

120°

1) 3/32"(2.4) = 100°

120°1)

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


POP 	Avdel®  Chobert® 1143 Series 
(1141 / 1142 / 1144 / 1147 / 1148) 111  
Brass 

English 	 Francais 	 Deutsch 	 Italiano 
	

Espanol 

Dome head 
	

Tete plate 	 Flachrundkopf 	 Testa tonda 	 Cabeza alomada 

Brass* 	 Laiton* 	 Kupfer-Zink-Legierung* Ottone* 
	

Laton* 
Electro tin plated** 	Etamage electrolytique** verzinnt** 	 Stagnato** 

	
Estaliado electrolitico** 

*: EN 12166 CW 508L DIN 17660 CuZn37 
**: We recommend tin plated parts 1143 and 1144 Series are installed within 9 months from the date they were produced. 

Nous conseillons d'utiliser les pieces en laiton &tame du serie 1143 et 1144 sous un delai de 9 mois apres la date de production. 
Wir empfehlen, verzinnte Niete der Serien 1143 und 1144 innerhalb 9 Monaten nach Produktionsdatum zu verarbeiten. 
Raccomandare di utilizzare i prodotti stagnati serie 1143 e 1144 entro 9 mesi a decorrere dalla data di fabbricazione. 
Recomendamos utilizar sus piezas estaliadas serie 1143 y 1144 antes de 9 meses desde la fecha de su fabricaci6n. 

Options on request - see next page / Option sur demande - voir page suivant / Optionen auf Anfrage - siehe nachste Seite / 
Opzioni su richiesta - vedi pagina successiva / Opciones bajo petici6n - ver la pagina siguiente 

D-- 

oB  

L 	 

A 
II 

0 

nom. 

a 

max. 

D 

max. 

L 

nom. 

0A 

max. 

1 161> 

lbf  (kN)1 > 

Fasteners per pod 
Nombre de rivets par 

chargeur / 
Niete pro Magazin / 

Rivetti per caricatore / 
Uds/carga 

± 1 

Part No. / 
-1 

min. 

1- 

max. min. max. 

3/32" 
(2.4) 

.062 
(1.57) 

.098 
(2.49) 

.1005 
(2.55) 

.161 
(4.09) 

.036 
(0.92) 

.125 
(3.17) 

.097 
(2.47) 

134 
(0.60) 

73 01143-00304 

.062 
(1.57) 

.125 
(3.17) 

.187 
(4.75) 

52 01143-00306 

.125 
(3.17) 

.187 
(4.75) 

.250 
(6.35) 

41 01143-00308 

.187 
(4.75) 

.250 
(6.35) 

.312 
(7.92) 

33 01143-00310  

.250 
(6.35) 

.312 
(7.92) 

.375 
(9.52) 

28 01143-00312 

1/8 " 
(3.2) 

.062 
(1.57) 

.1285 
(3.26) 

.1315 
(3.34) 

.215 
(5.46) 

.044 
(1.12) 

.125 
(3.17) 

.128 
(3.25) 

247 
(1.10) 

71 01143-00404 

.062 
(1.57) 

.125 
(3.17) 

.187 
(4.75) 

51 01143-00406 

.125 
(3.17) 

.187 
(4.75) 

.250 
(6.35) 

39 01143-00408 

.187 
(4.75) 

.250 
(6.35) 

.312 
(7.92) 

32 01143-00410 

5/32" 
(4.0) 

.062 
(1.57) 

.125 
(3.17) 

.161 
(4.09) 

.164 
(4.17) 

.255 
(6.47) 

.057 
(1.45) 

.187 
(4.75) 

.159 
(4.04) 

404 
(1.80) 

47 01143-00506 

.125 
(3.17) 

.187 
(4.75) 

.250 
(6.35) 

38 01143-00508 

.187 
(4.75) 

.250 
(6.35) 

.312 
(7.92) 

31 01143-00510  

dimensions in inch and  (mm) / en pouces et 'millimetre)/ alle MaBe in Zoll und  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 

1) typical values /valeurs moyennes /typische Werte / Valori tipici / valores tipicos 

STANLEY. 
Engineered Fastening 

I 
Please check 

-  59 	 www.StanleyEngineeredFastening.com  
for latest data and installation information. 

- 59 -
Please check

www.StanleyEngineeredFastening.com
for latest data and installation information.

øB

D L

øA

English Français Deutsch Italiano Español

Dome head Tête plate Flachrundkopf Testa tonda Cabeza alomada

Brass*
Electro tin plated**

Laiton*
Etamage èlectrolytique**

Kupfer-Zink-Legierung*
verzinnt**

Ottone*
Stagnato**

Latón*
Estañado electrolitico**

*: EN 12166  CW 508L  DIN 17660 CuZn37
**: We recommend tin plated parts 1143 and 1144 Series are installed within 9 months from the date they were produced.  
	 Nous conseillons d’utiliser les pièces en laiton étamé du série 1143 et 1144 sous un délai de 9 mois après la date de production.
	 Wir empfehlen, verzinnte Niete der Serien 1143 und 1144 innerhalb 9 Monaten nach Produktionsdatum zu verarbeiten.
	 Raccomandare di utilizzare i prodotti stagnati serie 1143 e 1144 entro 9 mesi a decorrere dalla data di fabbricazione.
	 Recomendamos utilizar sus piezas estañadas serie 1143 y 1144 antes de 9 meses desde la fecha de su fabricación.

Options on request - see next page / Option sur demande - voir page suivant / Optionen auf Anfrage - siehe nächste Seite / 
Opzioni su richiesta - vedi pagina successiva / Opciones bajo petición - ver la página siguiente

Chobert® 1143 Series
(1141 / 1142 / 1144 / 1147 / 1148)
Brass

ø øB D L øA

Fasteners per pod 
Nombre de rivets par 

chargeur /  
Niete pro Magazin /  

Rivetti per caricatore / 
Uds./carga

Part No.

nom. min. max. min. max. max. max. nom. max. lbf (kN)1) ± 1

  3/32"
(2.4)

.062
(1.57)

.098
(2.49)

.1005
(2.55)

.161
(4.09)

.036
(0.92)

.125
(3.17)

.097
(2.47)

134
(0.60)

73 01143-00304

.062
(1.57)

.125
(3.17)

.187
(4.75)

52 01143-00306

.125
(3.17)

.187
(4.75)

.250
(6.35)

41 01143-00308

.187
(4.75)

.250
(6.35)

.312
(7.92)

33 01143-00310

.250
(6.35)

.312
(7.92)

.375
(9.52)

28 01143-00312

 1/8"
(3.2) 

.062
(1.57)

.1285
(3.26)

.1315
(3.34)

.215
(5.46)

.044
(1.12)

.125
(3.17)

.128
(3.25)

247
(1.10)

71 01143-00404

.062
(1.57)

.125
(3.17)

.187
(4.75)

51 01143-00406

.125
(3.17)

.187
(4.75)

.250
(6.35)

39 01143-00408

.187
(4.75)

.250
(6.35)

.312
(7.92)

32 01143-00410

  5/32" 
(4.0)

.062
(1.57)

.125
(3.17)

.161
(4.09)

.164
(4.17)

.255
(6.47)

.057
(1.45)

.187
(4.75)

.159
(4.04)

404
(1.80)

47 01143-00506

.125
(3.17)

.187
(4.75)

.250
(6.35)

38 01143-00508

.187
(4.75)

.250
(6.35)

.312
(7.92)

31 01143-00510

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


POP 	Avdel®  Chobert® 1143 Series 	 -400fr- 

(1141 / 1142 / 1144 / 1147 / 1148) 1111 1.4/ 
• 

Brass 

D- 

 

L 

 

oB oA 

   

    

0 

nom. 

oB 

max. 

D 

max. 

L 

nom. 

oA 

max. 

1  	1 
I 
 

Fasteners per pod 
Nombre de rivets par 

chargeur / 
Niete pro Magazin / 

Rivetti per caricatore / 
Uds./carga 

± 1 

Part No. / 

Ibf (kN)1 ) 

-.I 

min. 

[..- 

max. min. max. 

5/32" 
(4.0) 

.250 
(6.35) 

.312 
(7.92) 

.161 
(4.09) 

.164 
(4.17) 

.255 
(6.47) 

.057 
(1.45) 

.375 
(9.52) 

.159 
(4.04) 

404 
(1.80) 

27 01143-00512 
 

.312 
(7.92) 

.375 
(9.52) 

.437 
(11.10) 

23 01143-00514 

.375 
(9.52) 

.437 
(11.10) 

.500 
(12.70) 

21 01143-00516 

3/16" 
(4.8) 

.062 
(1.57) 

.125 
(3.17) 

.191 
(4.85) 

.194 
(4.93) 

.349 
(8.86) 

.070 
(1.78) 

.219 
(5.56) 

.191 
(4.85) 

562 
(2.50) 

38 01143-00607 

.125 
(3.17) 

.187 
(4.75) 

.281 
(7.14) 

33 01143-00609  

.187 
(4.75) 

.250 
(6.35) 

.344 
(8.74) 

28 01143-00611 

.250 
(6.35) 

.312 
(7.92) 

.406 
(10.30) 

24 01143-00613 

.312 
(i. yz) 

.375 
(9.52) 

.469 
(11.91) 

21 01143-00615 

.375 
03  r71  

.437 
(11.10) 

.531 
(13.49) 

19 01143-00617 

dimensions in inch and  (mm) / en pouces et rmilimetre)/alle MaBe in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 
1) typical values /valeurs moyennes /typische Werte / Valori tipici / valores tipicos 

Optional on request /sur demande / auf Anfrage / su richiesta / bajo petici6n: 

Dome head bright Brass: replace part no. 01143 with 01141. Details on request. 
T@te plate Laiton brilliante: remplacer la serie 01143 par 01141. Details sur demande. 
Flachrundkopf Kupfer-Zink-Legierung blank: ersetzen Sie 01143 durch 01141. Details auf Anfrage. 
Testa tonda Ottone brillante: sostituire 01143 con 01141. Dettagli su richiesta. 
Cabeza alomada Laton brillante: cambiar 01143 por 01141. Mas informaci6n bajo petici6n. 

Dome head nickel plated Brass: replace part no. 01143 with 01147. Details on request. 
T@te plate Laiton nickel& remplacer la serie 01143 par 01147. Details sur demande. 
Flachrundkopf Kupfer-Zink-Legierung vernickelt: ersetzen Sie 01143 durch 01147. Details auf Anfrage. 
Testa tonda Ottone nichelato: sostituire 01143 con 01147. Dettagli su richiesta. 
Cabeza alomada Lat6n niquelado: cambiar 01143 por 01147. Mas informaci6n bajo petici6n. 

Countersunk head bright Brass: replace part no. 01143 with 01142. Details on request. 
Tete fraisee Laiton brilliante: remplacer la serie 01143 par 01142. Details sur demande. 
Senkkopf Kupfer-Zink-Legierung blank: ersetzen Sie 01143 durch 01142. Details auf Anfrage. 
Testa svasata Ottone brillante: sostituire 01143 con 01142. Dettagli su richiesta. 
Cabeza avellanada Laton brillante: cambiar 01143 por 01142. Mas informaci6n bajo petici6n. 

Countersunk head electro tin plated Brass**: replace part no. 01143 with 01144. Details on request. 
Tete fraisee Laiton etamage electrolytique**: remplacer la serie 01143 par 01144. Details sur demande. 
Senkkopf Kupfer-Zink-Legierung verzinnt**: ersetzen Sie 01143 durch 01144. Details auf Anfrage. 
Testa svasata Ottone stagnato**: sostituire 01143 con 01144. Dettagli su richiesta. 
Cabeza avellanada Laton estaliado electrolitico**: cambiar 01143 por 01144. Mas informaci6n bajo petici6n. 

Countersunk head nickel plated Brass: replace part no. 01143 with 01148. Details on request. 
Tete fraisee Laiton nickel& remplacer la serie 01143 par 01148. Details sur demande. 
Senkkopf Kupfer-Zink-Legierung vernickelt: ersetzen Sie 01143 durch 01148. Details auf Anfrage. 
Testa svasata Ottone nichelato: sostituire 01143 con 01148. Dettagli su richiesta. 
Cabeza avellanada Lat6n niquelado: cambiar 01143 por 01148. Mas informaci6n bajo petici6n. 

STANLEY. 
Engineered Fastening 

Please check 
- 60 - 	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 60 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

øB

D L

øA

Chobert® 1143 Series
(1141 / 1142 / 1144 / 1147 / 1148)
Brass

ø øB D L øA

Fasteners per pod 
Nombre de rivets par 

chargeur /  
Niete pro Magazin / 

Rivetti per caricatore / 
Uds./carga

Part No.

nom. min. max. min. max. max. max. nom. max. lbf (kN)1) ± 1

  5/32" 
(4.0)

.250
(6.35)

.312
(7.92)

.161
(4.09)

.164
(4.17)

.255
(6.47)

.057
(1.45)

.375
(9.52)

.159
(4.04)

404
(1.80)

27 01143-00512

.312
(7.92)

.375
(9.52)

.437
(11.10)

23 01143-00514

.375
(9.52)

.437
(11.10)

.500
(12.70)

21 01143-00516

  3/16"
(4.8)

.062
(1.57)

.125
(3.17)

.191
(4.85)

.194
(4.93)

.349
(8.86)

.070
(1.78)

.219
(5.56)

.191
(4.85)

562
(2.50)

38 01143-00607

.125
(3.17)

.187
(4.75)

.281
(7.14)

33 01143-00609

.187
(4.75)

.250
(6.35)

.344
(8.74)

28 01143-00611

.250
(6.35)

.312
(7.92)

.406
(10.30)

24 01143-00613

.312
(7.92)

.375
(9.52)

.469
(11.91)

21 01143-00615

.375
(9.52)

.437
(11.10)

.531
(13.49)

19 01143-00617

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)
1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

Optional on request / sur demande / auf Anfrage / su richiesta / bajo petición:

Dome head bright Brass: replace part no. 01143 with 01141. Details on request.
Tête plate Laiton brilliante: remplacer la série 01143 par 01141. Détails sur demande.
Flachrundkopf Kupfer-Zink-Legierung blank: ersetzen Sie 01143 durch 01141. Details auf Anfrage.
Testa tonda Ottone brillante: sostituire 01143 con 01141. Dettagli su richiesta.
Cabeza alomada Latón brillante: cambiar 01143 por 01141. Más información bajo petición.

Dome head nickel plated Brass: replace part no. 01143 with 01147. Details on request.
Tête plate Laiton nickelé: remplacer la série 01143 par 01147. Détails sur demande.
Flachrundkopf Kupfer-Zink-Legierung vernickelt: ersetzen Sie 01143 durch 01147. Details auf Anfrage.
Testa tonda Ottone nichelato: sostituire 01143 con 01147. Dettagli su richiesta.
Cabeza alomada Latón niquelado: cambiar 01143 por 01147. Más información bajo petición.

Countersunk head bright Brass: replace part no. 01143 with 01142. Details on request.
Tête fraisée Laiton brilliante: remplacer la série 01143 par 01142. Détails sur demande.
Senkkopf Kupfer-Zink-Legierung blank: ersetzen Sie 01143 durch 01142. Details auf Anfrage.
Testa svasata Ottone brillante: sostituire 01143 con 01142. Dettagli su richiesta.
Cabeza avellanada Latón brillante: cambiar 01143 por 01142. Más información bajo petición.

Countersunk head electro tin plated Brass**: replace part no. 01143 with 01144. Details on request.
Tête fraisée Laiton etamage èlectrolytique**: remplacer la série 01143 par 01144. Détails sur demande.
Senkkopf Kupfer-Zink-Legierung verzinnt**: ersetzen Sie 01143 durch 01144. Details auf Anfrage.
Testa svasata Ottone stagnato**: sostituire 01143 con 01144. Dettagli su richiesta.
Cabeza avellanada Latón estañado electrolitico**: cambiar 01143 por 01144. Más información bajo petición.

Countersunk head nickel plated Brass: replace part no. 01143 with 01148. Details on request.
Tête fraisée Laiton nickelé: remplacer la série 01143 par 01148. Détails sur demande.
Senkkopf Kupfer-Zink-Legierung vernickelt: ersetzen Sie 01143 durch 01148. Details auf Anfrage.
Testa svasata Ottone nichelato: sostituire 01143 con 01148. Dettagli su richiesta.
Cabeza avellanada Latón niquelado: cambiar 01143 por 01148. Más información bajo petición.

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


oB 

L 	 

aA 

D-- 

POP 	Avdel®  Chobert® 1162 Series 
Aluminum 

English Francais Deutsch Italiano Espanol 

Low profile head Tete profil bas Flachkopf Testa basso profilo Cabeza perfil bajo 

Aluminum alloy* 
(2.5 % Mg) 
Natural 

Alliage d'aluminium* 
(2.5% Mg) 
Brut 

Aluminium* 
(2.5 % Mg) 
Blank 

Lega di alluminio* 
(2.5% Mg) 
Nessuna finitura 

Aluminio* 
(2.5% Mg) 
Natural 

*: AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 

0 

nom. 

oB 

max. 

D 

max. 

L 

max. 

oA 

max. 

11  	1 
I 
 

Fasteners per pod 

Nombre de rivets par 
chargeur / 

Niete pro Magazin/ 
Rivetti per caricatore/ 

Uds./carga 
± 1 

 Part No. 

lbf (kN)1 > min. max. 

--1 

min. 

1- 

max. 

1/8" 
(3.2) 

.062 
(1.57} 

.1285 
(3.26) 

.1315 
(3.34) 

.262 
(6.66) 

.041 
(1.05) 

.136 
(3.46) 

.1275 
(3.24) 

134 
(0.60) 

71 01162-00404 

.062 
(1.57) 

.125 
(3.17) 

.199 
(5.06) 

51 01162-00406 

.125 
(3.17) 

.187 
(4.75) 

.261 
(6.63) 

39 01162-00408 
 

.187 
(4.75) 

.250 
(6.35) 

.324 
(8.23) 

32 01162-00410 

.250 
(6.35) 

.312 
(7.92) 

.386 
(9.81} 27 01162-00412 

 

.312 
(7.92) 

.375 
(9.52) 

.448 
(11.38) 

23 01162-00414 

.375 
(9.52) 

.437 
(11.10) 

.510 
(12.96) 

21 01162-00416 
 

5/32" 
(4.0) 

.062 
(1 . 57) 

.125 
(3.17) 

.161 
(4.09) 

.164 
(- 	') 

.321 
(8.16) 

.051 
(1.30) 

.191 
(4.86) 

.1595 
(4.05) 

224 
(1.00) 

47 01162-00506 

.093 
(2.36) 

.155 
(3.93) 

.222 
(5.64) 

01162-00507 
 

.125 
(3.17) 

.187 
(4.75) 

.254 
(6.46) 

38 01162-00508 
 

.187 
(4.75) 

.250 
(6.35) 

.316 
(8.03) 

31 01162-00510 

.250 
(6.35) 

.312 
(Z92) 

.379 
(9.63) 

27 01162-00512 
 

.312 
(7.92) 

.375 
(9.52) 

.441 
(11.21) 

23 01162-00514 

.504 
(12.81) 

.375 
(9.52) 

.437 
(11.10) 

21 01162-00516 

dimensions in inch and  (mm) / en pouces et 'millimetre) / alle Mark in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 
1) typical values /valeurs moyennes /typische Werte / Valori tipici / valores tipicos 

STANLEY. 
Engineered Fastening - 61 - 

I 
Please check 

www.StanleyEngineeredFastening.com  
for latest data and installation information. 

- 61 -
Please check

www.StanleyEngineeredFastening.com
for latest data and installation information.

øB

D L

øA

English Français Deutsch Italiano Español

Low profile head Tête profil bas Flachkopf Testa basso profilo Cabeza perfil bajo

Aluminum alloy* 
(2.5 % Mg)
Natural

Alliage d‘aluminium* 
(2.5% Mg)
Brut

Aluminium* 
(2.5 % Mg)
Blank

Lega di alluminio* 
(2.5% Mg)
Nessuna finitura

Aluminio* 
(2.5% Mg)
Natural

*: AA 5052  DIN 1725  AlMg2.5  Werkstoff 3.3523

Chobert® 1162 Series
Aluminum

ø øB D L øA

Fasteners per pod 
Nombre de rivets par 

chargeur /  
Niete pro Magazin/ 

Rivetti per caricatore/ 
Uds./carga

Part No.

nom. min. max. min. max. max. max. max. max. lbf (kN)1) ± 1

 1/8"
(3.2) 

.062
(1.57)

.1285
(3.26)

.1315
(3.34)

.262
(6.66)

.041
(1.05)

.136
(3.46)

.1275
(3.24)

134
(0.60)

71 01162-00404

.062
(1.57)

.125
(3.17)

.199
(5.06)

51 01162-00406

.125
(3.17)

.187
(4.75)

.261
(6.63)

39 01162-00408

.187
(4.75)

.250
(6.35)

.324
(8.23)

32 01162-00410

.250
(6.35)

.312
(7.92)

.386
(9.81)

27 01162-00412

.312
(7.92)

.375
(9.52)

.448
(11.38)

23 01162-00414

.375
(9.52)

.437
(11.10)

.510
(12.96)

21 01162-00416

  5/32" 
(4.0)

.062
(1.57)

.125
(3.17)

.161
(4.09)

.164
(4.17)

.321
(8.16)

.051
(1.30)

.191
(4.86)

.1595
(4.05)

224
(1.00)

47 01162-00506

.093
(2.36)

.155
(3.93)

.222
(5.64)

01162-00507

.125
(3.17)

.187
(4.75)

.254
(6.46)

38 01162-00508

.187
(4.75)

.250
(6.35)

.316
(8.03)

31 01162-00510

.250
(6.35)

.312
(7.92)

.379
(9.63)

27 01162-00512

.312
(7.92)

.375
(9.52)

.441
(11.21)

23 01162-00514

.375
(9.52)

.437
(11.10)

.504
(12.81)

21 01162-00516

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)
1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
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POP >II  Avdel®  Chobert® 1162 Series 
Aluminum 

D-- 

 

L 

 

oB 

1 

oA 

0 

nom. 

oB 

max. 

D 

max. 

L 

max. 

oA 

max. 

11  I  

Fasteners per pod 
Nombre de rivets par 

chargeur / 
Niete pro Magazin/ 

Rivetti per caricatore/ 
Uds./carga 

± 1 

Part No. I  

Ibf 

II> 

(kN)1 ) min. max. 

-.I 

min. 

k- 

max. 

3/16" 
(4.8) 

.062 
(1.57) 

.191 
(4.85) 

.194 
(4.93) 

.396 
(10.06) 

.061 
(1.55) 

.179 
(4.55) 

.1895 
(4.82) 

337 
(1.50) 

50 01162-00605 

.062 
(1.57) 

.125 
(3.17) 

.230 
(5.85) 

38 01162-00607 

.125 
(3.17) 

.187 
(4.75) 

.292 
(7.42) 33 01162-00609  

.187 
(4.75) 

.250 
(6.35) 

.355 
(9.02) 

28 01162-00611 

.250 
(6.35) 

.312 
(7.92) 

.417 
(10.60) 

24 01162-00613 

.312 
(Z92) 

.375 
(9.52) 

.480 
(12.20) 

21 01162-00615 

.375 
(9.52) 

.437 
(11.10) 

.542 
(13.77) 19 01162-00617 

.437 
(11.10) 

.500 
(12.70) 

.605 
(15.37) 

17 01162-00619 

dimensions in inch and  (mm) / en oouces et (millimetre) / alle MaBe in Zoll and  (mm) / in oollici e  (miffimetrn/  en oulaadas v  (milimetros) 

1) typical values / valeurs moyennes /typische Werte / Valori tipici / valores tfpicos 

STANLEY. 
Engineered Fastening 

Please check 
- 62 - 	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 62 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

øB

D L

øA

Chobert® 1162 Series
Aluminum

ø øB D L øA

Fasteners per pod 
Nombre de rivets par 

chargeur /  
Niete pro Magazin/ 

Rivetti per caricatore/ 
Uds./carga

Part No.

nom. min. max. min. max. max. max. max. max. lbf (kN)1) ± 1

  3/16"
(4.8)

.062
(1.57)

.191
(4.85)

.194
(4.93)

.396
(10.06)

.061
(1.55)

.179
(4.55)

.1895
(4.82)

337
(1.50)

50 01162-00605

.062
(1.57)

.125
(3.17)

.230
(5.85)

38 01162-00607

.125
(3.17)

.187
(4.75)

.292
(7.42)

33 01162-00609

.187
(4.75)

.250
(6.35)

.355
(9.02)

28 01162-00611

.250
(6.35)

.312
(7.92)

.417
(10.60)

24 01162-00613

.312
(7.92)

.375
(9.52)

.480
(12.20)

21 01162-00615

.375
(9.52)

.437
(11.10)

.542
(13.77)

19 01162-00617

.437
(11.10)

.500
(12.70)

.605
(15.37)

17 01162-00619

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
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POP®> Avdel®  Chobert® 1164 Series 
Aluminum 

English Francais Deutsch Italiano Espanol 

Dome head Tete plate Flachrundkopf Testa tonda Cabeza alomada 

Aluminum alloy* 
(2.5 % Mg) 
Natural 

Alliage d'aluminium* 
(2.5% Mg) 
Brut 

Aluminium* 
(2.5 % Mg) 
Blank 

Lega di alluminio* 
(2.5% Mg) 
Nessuna finitura 

Aluminio* 
(2.5% Mg) 
Natural 

*: AA 5052 DIN 1725 AlMg2.5 Werkstoff 3.3523 

D 

oB 

  

L 	 

  

   

    

   

aA 

    

    

0 

nom. 

oB 

max. 

D 

max. 

L 

± .  007 
(0.18) 

0A 

max. 

Fasteners per pod 
Nombre de rivets par 

chargeur / 
Niete pro Magazin/ 

Rivetti per caricatore/ 
Uds./carga 

± 1 

Part No. 
/ 

min. max. rec. 

1/8" 
under- 
sized2)  
(3.2) 

.063 
(1.60) 

.120 
(3.05) 

.217 
(5.12) 

.045 
(1.15) 

.125 
(3.17) 

.1185 
(3.01) 

71 01164-00404 

.063 
(1.60) 

.125 
(3.17) 

.187 
(4.75) 51 01164-00406 

.125 
(3.17) 

.188 
(4.77) 

.250 
(6.35) 

39 01164-00408 

.188 
(4.77) 

.250 
(6.35) 

.312 
(7.92) 32 01164-00410 

.250 
(6.35) 

.312 
(7.92) 

.375 
(9.52) 

27 01164-00412 
 

.312 
(7.92) 

.374 
(9.50) 

.437 
(11.10) 

23 01164-00414 

.374 
(9.50) 

.436 
(11.07) 

.500 
(12.70) 

21 01164-00416 

dimensions in inch and  (mm) / en pouces et (millimetre) / alle MaBe in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores tipicos 

2) undersized / dimension inferieure / UntermaB / misura inferiore /dimensi6n iinferior 

STANLEY. 
Engineered Fastening 

Please check 
- 63 - 	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 63 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

øB

D L

øA

English Français Deutsch Italiano Español

Dome head Tête plate Flachrundkopf Testa tonda Cabeza alomada

Aluminum alloy* 
(2.5 % Mg)
Natural

Alliage d‘aluminium* 
(2.5% Mg)
Brut

Aluminium* 
(2.5 % Mg)
Blank

Lega di alluminio* 
(2.5% Mg)
Nessuna finitura

Aluminio* 
(2.5% Mg)
Natural

*: AA 5052  DIN 1725  AlMg2.5  Werkstoff 3.3523

Chobert® 1164 Series
Aluminum

ø øB D L øA

Fasteners per pod 
Nombre de rivets par 

chargeur /  
Niete pro Magazin/ 

Rivetti per caricatore/ 
Uds./carga

Part No.

nom. min. max. rec. max. max.
± .007
(0.18) max. ± 1

 1/8" 
under-
sized2)

 (3.2) 

.063
(1.60)

.120
(3.05)

.217
(5.12)

.045
(1.15)

.125
(3.17)

.1185
(3.01)

71 01164-00404

.063
(1.60)

.125
(3.17)

.187
(4.75)

51 01164-00406

.125
(3.17)

.188
(4.77)

.250
(6.35)

39 01164-00408

.188
(4.77)

.250
(6.35)

.312
(7.92)

32 01164-00410

.250
(6.35)

.312
(7.92)

.375
(9.52)

27 01164-00412

.312
(7.92)

.374
(9.50)

.437
(11.10)

23 01164-00414

.374
(9.50)

.436
(11.07)

.500
(12.70)

21 01164-00416

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1) typical values / valeurs moyennes / typische Werte / Valori tipici / valores típicos

2) undersized / dimension inférieure / Untermaß / misura inferiore / dimensión iinferior

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
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LONG CAM OPERATED 

31.8 
1.25 

0 
FLAT 

RIVET 	  
0 mm In. 

III® .690 
MIMED 

LONG CURVED 

33.5  
1.32 

1_28.6 
1.125 

0 
FLAT 

POP 	Avdel® Briv®, Chobert® & Grovit® Nose Equipment 
Ensembles de nez / Mundstucke / Equipaggiamento / Equipos de colocacion 

Applications with no or little access 
restrictions. 
Pour applications ne presentant que peu 
ou pas de contraintes d'acces. 

Far alle gut zuganglichen Nietpunkte. 
Adatta per applicazioni senza restrizioni di 
accesso o con restrizioni di accesso !imitate. 
Apta para aquellas aplicaciones sin ninguna 
o pocas restricciones da acceso. 

Allows access into very restrictive 
applications. 
Permet d'acceder a des applications a acces 
tres limits. 

Far eng an den Bauteilseiten anliegende 
Nietpunkte. 
Consente l'accesso ad applicazioni con 
serie restrizioni di accesso. 

Permite el acceso en aplicaciones de acceso 
extremadamente limitado. 

Allows more penetration into applications 

Permet une penetration superieure dans les 
applications sans autres contraintes d'acces. 
Far tiefsitzende und eng an den Bauteilsei-
ten anliegende Nietpunkte. 
Consente una penetrazione maggiore 
nell'applicazione senza altre restrizioni di 
accesso. 

Permite una mayor profundidad de acceso 
en aquellas aplicaciones sin restriccion de 
acceso en anchura. 

Nose equipment with addition of a twist cam to ease and speed up the nose jaw opening thus the pod reloading procedure. 
Ensembles de nez avec, en plus, une came facilitant et accelerant l'ouverture du nez de pose, et donc le rechargement en fixations. 

Zum leichteren Magazinieren haben diese MundstOcke durch einen Drehring zu offnende MundstOckschnabel. 

Equipaggiamento con l'aggiunta di una camma per facilitare e rendere pi0 veloce l'apertura della testata e pertanto la procedura di ricarica 
dell'astuccio portarivetti. 
Boquillas que incorporan una leva para facilitar y hacer Inas rapida la apertura de la boquilla y el procedimiento de carga. 

Type 

0 - e Flat / Plat / Flach / Piatta / Plana 

O Tapered / Biseaute / Spitz / A punta / Conica 
O Universal / Universe! / Far erh6hte Klammerkraft / Universale / concava 

O Recessed / En retrait / Spezia! / Incassata / Apriete 

Allows more penetration into applications 
Permet une penetration superieure dans les applications a acces limits. 
Far tiefsitzende und eng an den Bauteilseiten anliegende Nietpunkte. 
Consente una penetrazione maggiore nelle applicazioni con restrizioni di accesso. 
Permite una mayor penetracion en las aplicaciones con acceso limitado. 

STANLEY. 
Engineered Fastening 

Please check 

- 67 - 	 www.StanleyEngineeredFastening.com  
for latest data and installation information. 

- 67 -
Please check

www.StanleyEngineeredFastening.com
for latest data and installation information.

'D'

'E'

'B' 
28.6
1.125

33.5
1.32

LONG

FLAT

5

FLAT

'D'

'E'

'B'

31.8
1.25

LIMITED ACCESS CAM OPERATED

37.1
1.46

4

'D'

'E'

'B'

31.8
1.25

LONG CAM OPERATED

FLAT

34
1.34

6

FLAT

'D'

'E'

'B'

20.5
0.81

LIMITED ACCESS

41.4
1.63

3

'D'

'E'

'B' 

28.6
1.125

33.5
1.32

STANDARD

UNIVERSALFLAT RECESSED TAPERED

1 9 10 8

'D'

'E'

'B'

31.8
1.25

34
1.34

STANDARD CAM OPERATED

FLAT

2

  1/8 15.7 .620
5/32 17.5 .690
3/16 18.3  .720

'F'
mm in.

RIVET
Ø

'D'

'E'

'B'

28.6
1.125

'F'

LONG CURVED

FLAT

33.5
1.32

7

Applications with no or little access  
restrictions.
Pour applications ne présentant que peu 
ou pas de contraintes d'accès.
Für alle gut zugänglichen Nietpunkte.
Adatta per applicazioni senza restrizioni di 
accesso o con restrizioni di accesso limitate.
Apta para aquellas aplicaciones sin ninguna 
o pocas restricciones da acceso.

Allows access into very restrictive  
applications.
Permet d'accéder à des applications à accès 
très limité.
Für eng an den Bauteilseiten anliegende 
Nietpunkte.
Consente l'accesso ad applicazioni con 
serie restrizioni di accesso.
Permite el acceso en aplicaciones de acceso 
extremadamente limitado.

Allows more penetration into applications. 
Permet une pénétration supérieure dans les 
applications sans autres contraintes d'accès.
Für tiefsitzende und eng an den Bauteilsei-
ten anliegende Nietpunkte.
Consente una penetrazione maggiore 
nell'applicazione senza altre restrizioni di 
accesso.
Permite una mayor profundidad de acceso 
en aquellas aplicaciones sin restricción de 
acceso en anchura.

Nose equipment with addition of a twist cam to ease and speed up the nose jaw opening thus the pod reloading procedure.
Ensembles de nez avec, en plus, une came facilitant et accélérant l'ouverture du nez de pose, et donc le rechargement en fixations.
Zum leichteren Magazinieren haben diese Mundstücke durch einen Drehring zu öffnende Mundstückschnäbel.
Equipaggiamento con l'aggiunta di una camma per facilitare e rendere più veloce l'apertura della testata e pertanto la procedura di ricarica 
dell'astuccio portarivetti.
Boquillas que incorporan una leva para facilitar y hacer más rápida la apertura de la boquilla y el procedimiento de carga.

Allows more penetration into applications. 
Permet une pénétration supérieure dans les applications à accès limité.
Für tiefsitzende und eng an den Bauteilseiten anliegende Nietpunkte.
Consente una penetrazione maggiore nelle applicazioni con restrizioni di accesso.
Permite una mayor penetración en las aplicaciones con acceso limitado.

Type
� - �	Flat / Plat / Flach / Piatta / Plana
�	 Tapered / Biseauté / Spitz / A punta / Conica
�	 Universal / Universel / Für erhöhte Klammerkraft / Universale / concava
�	 Recessed / En retrait / Spezial / Incassata / Apriete

Briv®, Chobert® & Grovit® Nose Equipment
Ensembles de nez / Mundstücke / Equipaggiamento / Equipos de colocación



POP <Avdel®  Briv®, Chobert® & Grovit® Nose Equipment 
Ensembles de nez / Mundstucke / Equipaggiamento / Equipos de colocacion 

0 

nom. 

Fastener 
Rivets 

Niettyp 
Rivetti 

Remaches 

Nose Equipment 
Nez de pose 
Mundstuck 

Testata 
Boquilla 

Type Part No. Dimension 
Dimensioni 

B 

Dimensions 
/Abmessungen 
/ Dimensiones 

D E 

3/32" 
(2.4) 

Briv® / Chobert®/ 
Grovit® 

Standard 0 07150-03003 .36  (9.14) 1.30  '33.02) 

.16  (4.06) 
Standard cam operated 0 07170-04500 .36  (9.14) 1.30 '33.02) 

Limited access 0 07274-01000 .22  (5.59) 1.07  2Z18) 
Limited access cam operated 0 07177-03003 .20  (5.08) 1.18  29.97) 

Standard tapered 0 07170-03103 .36  (9.14) 1.30 '33.02) 

1/8" 
(3.2) 

Briv® / Chobert®/ 
Grovit® 

Standard 0 07150-03004 

.41  (10.41) 

1.18  29.97) 

.20  (5.08) 

Standard cam operated 0 07170-04600 1.18  29.97) 
Long 0 07150-04004 2.18  '55.37) 

Long cam operated 0 07170-05000 2.18 '55.37) 
Long curved 0 07150-05004 2.12  '53.85) 

Standard tapered 0 07170-03104 1.19 '30.23) 
Double Flush Chobert® Standard cam operated 0 07537-03100 1.15  29.07) .23  (5.95) 

5/32" 
(4.0) 

Briv® / Chobert®/ 
Grovit® 

Standard 0 07150-03005 

.48  (12.19) 

1.30 '33.02) 

.24  (6.10) 

Standard cam operated 0 07170-04700 1.30 '33.02) 
Long 0 07150-04005 2.30  '58.42) 

Long cam operated 0 07170-05100 2.30 '58.42) 
Long curved 0 07150-05005 2.23  '56.64) 

Chobert® /Grovit® Standard tapered 0 07150-03105 .44  (11.18) 1.30 '33.02) 

3/16" 
Briv® / Chobert®/ 

Grovit® 

Standard 0 07150-03006 

.56 

1.18  29.97) 

.33 

Standard cam operated 0 07170-04800 1.18  29.97) 
Long 0 07150-04006 2.30'58.42) 

Long cam operated 0 07170-05200 2.30 '58.42) 
Long curved 0 07150-05006 2.21  '56.13) 

Chobert® /Grovit® Standard tapered 0 07150-03106 1.18  29.97) 

6.0 mm Briv® 

Standard 0 07170-05800 

.64  (16.33) 

1.21  '30.65) 

.52  (13.14) 
Standard cam operated 0 07170-05600 1.21  '30.65) 

Long 0 07170-05900 2.19 '55.65) 
Long cam operated 0 07170-05700 2.19 '55.65) 

1/4" 
Chobert® 

Standard 0 07150-03008 

.64  (16.26) 

1.18  29.97) 

.39  (9.91) 
Standard cam operated 0 07170-04900 1.18  29.97) 

Long 0 07150-04008 2.18 '55.37) 
Long cam operated 0 07170-05300 2.18 '55.37) 

Head forming Nose Equipment / a formage de tete / kopfformend / a formatura di testa / tipo de boquilla 
3/32" 
(2.4) 

1) Standard 

0 07150-03203 .36 (9.14) 1.33 '33.78) .24  (6.60) 

1/8" 
(3.2) 

0 07170-03004 
.41 (10.41) 

1.20 30.48) .30  (7.62) 
Briv® 30.99) .32  (7.69) 

5/32" 
(4.0) 

CD 07170-03005 
.48 (12.19) 

1.32 '33.53) 
.41  (10.41) 

0 07150-03205 1.35 '34.29) 
3/16" 
(4.8) 

CD 07170-03006 
.56 

1.20 '48) 30. (12.01) 
0 07150-03206 

(14.22) .47 
1.24 31.50) 

dimensions in inch and  (mm) / en pouces et 'millimetre) / alle MaBe in Zoll und  (mm)/  in pollici e  (millimetri) / en pulgadas y (milimetros) 
1) except stainless steel and countersunk / sauf inox et tete fraisee / auBer Edelstahl und Senkkopf / eccetto acciaio inox e testa 
svasata / excepto acero inoxidable y cabeza avellanada 

0 maximises clench but reduces grip range by approx..015"  (0.4)/  obtenir le plus fort serrage possible, mais la prise maximum se 
trouve reduite d'envion .015" 	/ maximierte Klammerkraft bei Verringerung des Klemmbereiches um ca..015" 	/ ottiene la 
ribaditura pia alta possibile, ma la distanza massima tra i centri dei rivetti viene ridotta di circa .015" (0.4)/ se alcanza un maxim° 
apriete en la fijacion, pero el espesor maxim° se reduce en aproximadamente .015"  (0.4). 
®increases clench without affecting grip range / Augmente le sertissage sans influencer l'epeseur / erhOhte Klammerkraft bei 
gleichem Klemmbereich /aumenta la ribaditura (la presa di rivettatura) senza compromettere lo spessore / incrementa el apriete sin 
afectar al rango de espesores a remachar 

STANLEY. 
Engineered Fastening 

Please check 
- 68 - 	 www.StanleyEngineeredFastening.com  

for latest data and installation information. 
- 68 -

Please check
www.StanleyEngineeredFastening.com
for latest data and installation information.

Briv®, Chobert® & Grovit® Nose Equipment
Ensembles de nez / Mundstücke / Equipaggiamento / Equipos de colocación

ø
Fastener 

Rivets 
Niettyp 
Rivetti 

Remaches

Nose Equipment 
Nez de pose 
Mundstück 

Testata 
Boquilla 

Type Part No.
Dimensions  

Dimension / Abmessungen 
Dimensioni / Dimensiones

nom. B D E

  3/32"
(2.4)

Briv® / Chobert® / 
Grovit®

Standard � 07150-03003 .36 (9.14) 1.30 (33.02)

.16 (4.06)
Standard cam operated � 07170-04500 .36 (9.14) 1.30 (33.02)

Limited access � 07274-01000 .22 (5.59) 1.07 (27.18)
Limited access cam operated � 07177-03003 .20 (5.08) 1.18 (29.97)

Standard tapered � 07170-03103 .36 (9.14) 1.30 (33.02)

 1/8"
(3.2) 

Briv® / Chobert® / 
Grovit®

Standard � 07150-03004

.41 (10.41)

1.18 (29.97)

.20 (5.08)

Standard cam operated � 07170-04600 1.18 (29.97)
Long � 07150-04004 2.18 (55.37)

Long cam operated � 07170-05000 2.18 (55.37)
Long curved � 07150-05004 2.12 (53.85)

Standard tapered � 07170-03104 1.19 (30.23)
Double Flush Chobert® Standard cam operated � 07537-03100 1.15 (29.07) .23 (5.95)

  5/32" 
(4.0)

Briv® / Chobert® / 
Grovit®

Standard � 07150-03005

.48 (12.19)

1.30 (33.02)

.24 (6.10)

Standard cam operated � 07170-04700 1.30 (33.02)
Long � 07150-04005 2.30 (58.42)

Long cam operated � 07170-05100 2.30 (58.42)
Long curved � 07150-05005 2.23 (56.64)

Chobert® / Grovit® Standard tapered � 07150-03105 .44 (11.18) 1.30 (33.02)

  3/16"
(4.8)

Briv® / Chobert® / 
Grovit®

Standard � 07150-03006

.56 (14.22)

1.18 (29.97)

.33 (8.38)

Standard cam operated � 07170-04800 1.18 (29.97)
Long � 07150-04006 2.30 (58.42)

Long cam operated � 07170-05200 2.30 (58.42)
Long curved � 07150-05006 2.21 (56.13)

Chobert® / Grovit® Standard tapered � 07150-03106 1.18 (29.97)

6.0 mm Briv®

Standard � 07170-05800

.64 (16.33)

1.21 (30.65)

.52 (13.14)
Standard cam operated � 07170-05600 1.21 (30.65)

Long � 07170-05900 2.19 (55.65)
Long cam operated � 07170-05700 2.19 (55.65)

 1/4"
(6.4)

Chobert®

Standard � 07150-03008

.64 (16.26)

1.18 (29.97)

.39 (9.91)
Standard cam operated � 07170-04900 1.18 (29.97)

Long � 07150-04008 2.18 (55.37)
Long cam operated � 07170-05300 2.18 (55.37)

Head forming Nose Equipment / a formage de tête / kopfformend / a formatura di testa / tipo de boquilla
  3/32"
(2.4)

Briv®

1) Standard

� 07150-03203 .36 (9.14) 1.33 (33.78) .24 (6.60)

 1/8"
(3.2) 

� 07170-03004
.41 (10.41)

1.20 (30.48) .30 (7.62)
� 07150-03204 1.22 (30.99) .32 (7.69)

  5/32" 
(4.0)

� 07170-03005
.48 (12.19)

1.32 (33.53)
.41 (10.41)

� 07150-03205 1.35 (34.29)
  3/16"
(4.8)

� 07170-03006
.56 (14.22)

1.20 (30.48)
.47 (12.01)

� 07150-03206 1.24 (31.50)
dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1) except stainless steel and countersunk / sauf inox et tête fraisée / außer Edelstahl und Senkkopf / eccetto acciaio inox e testa  
svasata / excepto acero inoxidable y cabeza avellanada

� maximises clench but reduces grip range by approx. .015" (0.4) / obtenir le plus fort serrage possible, mais la prise maximum se 
trouve réduite d'envion .015" (0.4) / maximierte Klammerkraft bei Verringerung des Klemmbereiches um ca. .015" (0.4) / ottiene la 
ribaditura più alta possibile, ma la distanza massima tra i centri dei rivetti viene ridotta di circa .015" (0.4) / se alcanza un máximo 
apriete en la fijación, pero el espesor máximo se reduce en aproximadamente .015" (0.4).

�increases clench without affecting grip range / Augmente le sertissage sans influencer l’epeseur / erhöhte Klammerkraft bei 
gleichem Klemmbereich / aumenta la ribaditura (la presa di rivettatura) senza compromettere lo spessore / incrementa el apriete sin 
afectar al rango de espesores a remachar

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
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POP <Avdel®  Chobert® & Grovit® Mandrel & Spring Information 
Aiguilles et Ressorts d'aiguille / Nietdorne und -federn / Mandrini e Molle / 
Mandriles y Muelles 

Mandrel / Aiguille / Nietdorn 	Spring / Ressort d'aiguille / Nietdornfeder 
Mandrino / Mandril 	 Molla / Muelle 

P 

-iee4905"Y=E 

Short Reach (SIR) mandrel 

0 

nom. 

Description 
Description 

Beschreibung 
Descrizione 
Descripcion 

0 H P 

max. 

P 
S/R 

max. 

Standard Nose 
Nez de pose 

Testata Standard 
Boquilla 

Mandrel')  
Part No. 

Standard-Mundstuck 

Equipment 
Standard 

Estandard 

Spring 
Part No. 

Long Nose 
Nez de pose 

Testata 
Boquilla 

Mandrel3)  
Part No. 

Langes Mundstuck 

Equipment 
Long 

Lunga 
Larga 

Spring 
Part No. 

_,..1 	1..._ 

3/32"  (2.4) 
Brass, 

Aluminum 

as rec. Standard green 
. 0725 
(1.84) 

.166 
(4.22) (1.80) 

.071
07150-06003 

07150-068032)  

07150-07003 

07150-07803 
+ .0015 
(0.04) 

1. oversize yellow 
.074 

(1.88) 
.174 

(4.42) 
.078 

(1.98) 
07150-06303')  

SIR only 
=07150-09103 

+ .0035 
(0.09) 

2. oversize blue 
.076 

(1.93) 
.185 

(4.70) 
N/A 07150-06103 07150-07103 

1/8"  (3.2) 
Aluminum 
Steel, Brass 
Chobert®/ 

Grovit® 

as rec. Standard green 
. 088 

(2.24) 
.216 

(5.49) (2.29) 
.090

07150-06004 

07150-06804 

07150-07004 

07150-07804 

+ .004 
(0.10) 

1. oversize yellow 
.092 

(2.34) 
.237 

(6.02) 
.098 

(2.49) 
07150-06104 07150-07104 

+ .010 
(0.25) 

2. oversize blue 
.098 

(2.49) 
.268 

(6.81) 
.110 

(2.79) 
07150-06204 07150-07204 

+ .014 
(0.35) 

3. oversize red 
.102 

(2.59) 
.288 

(Z32) 
.118 

(3.00) 
07150-06304 07150-07304 

1/8"  (3.2) 
Double Flush 

Chobert® 

as rec. Standard green 
.088 

(2.24) 
N/A 

.090 
(2.29) 

07150-08004 

07271-06630 N/A N/A 
+ .004 
(0.10) 

1. oversize yellow 
.092 

(2.34) 
N/A 

.098 
(2.49) 

07150-08104 

+ .010 
(0.25) 

2. oversize blue 
.098 • N/A 

(2.49) 
.110 

(2.79) 
07150-08204 

dimensions in inch and  (mm) / en pouces et (millimetre) / alle MaBe in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y 

1) For S/R mandrel substitute 6 with 8 (07150-06xxx => 07150-08xxx), exception: 07150-06303 becomes 07150-08103. 
Pour aiguille S/R remplacer 6 par 8 (07150-06xxx => 07150-08xxx), exception: 07150-06303 change a 07150-08103. 
Fur S/R Nietdorn ersetzen Sie 6 durch 8 (07150-06xxx => 07150-08xxx), Ausnahme: 07150-06303 wird zu 07150-08103. 
Per mandrino S/R sostituire 6 con 8 (07150-06xxx => 07150-08xxx), eccezione: 07150-06303 cambia 07150-08103. 
Con mandril cono corto S/R cambiar 6 por 8 (07150-06xxx => 07150-08xxx), exception: 07150-06303 cambia a 07150-08103. 

2)For use with standard flat nosepiece. Tapered nosepiece uses spring 07170-06873 and limited access nosepiece uses 07170-06903. 
Pour utilisation avec nez de pose standard. Avec le nez de pose biseaute utilisez le ressort d'aiguille 07170-06873 et avec le nez de 
pose en retrait utilisez le 07170-06903. 
Fur Verwendung mit Standard Mundstick flach. Bei spitzem Mundstuck verwenden Sie Feder 07170-06873, bei abgesetztem Mundstick 
Feder 07170-06903. 
Per uso con nasello standard a filo. Con nasello a punta usate molle 07170-06873 e con nasello incassata usate molle 07170-06903. 
Para uso con boquilla estandar plana. Con boquilla c6nica utilizar muelle 07170-06873 y con boquilla de acceso limitado utilizar 
07170-06903. 

3)For S/R mandrel substitute 7 with 9 (07150-07m => 07150-09xxx) 
Pour aiguille S/R remplacer 7 par 9 (07150-07xxx => 07150-09xxx) 
Fur S/R Nietdorn ersetzen Sie 7 durch 9 (07150-07xxx => 07150-09xxx) 
Per mandrino S/R sostituire 7 con 9 (07150-07xxx => 07150-09xxx) 
Con mandril cono corto S/R cambiar 7 por 9 (07150-07xxx => 07150-09xxx) 

English 
	

Francais 	 Deutsch 	 Italiano 	 Espanol 
Aluminum 
	

Aluminium 	 Aluminium 	 Alluminio 	 Aluminio 
Brass 
	

Laiton 
	

Kupfer-Zink Leg. 	Ottone 	 Laton 
Steel 
	

Acier 
	

Stahl 	 Acciaio 	 Acero 
Stainless Steel 	 Inox 	 Edelstahl 	 Acciaio inox 	 Acero inoxidable  
Standard green 	Standard verte 	 Standard gran 	 Standard verde 	Estandard verde  
1. oversize yellow 	1. surdimensionee  jaune 1. UbermaB  gelb 	1. maggiorazione giallo 1. sobremedida amarillo 
2. oversize blue 	 2. surdimensionee bleue 2. UbermaB blau 2. maggiorazione blu 	2. sobremedida azul 
3. oversize red 3. surdimensionee rouge 3. UbermaB rot 	3. maggiorazionerosso 	3. sobremedida rojo 

STANLEY. 
Engineered Fastening 

■ 
Please 

www.StanleyEngineeredFastening.com  
for latest data and installation information. 

10H 0 
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Please check

www.StanleyEngineeredFastening.com
for latest data and installation information.
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Mandrel / Aiguille / Nietdorn  
Mandrino / Mandril

Spring / Ressort d'aiguille / Nietdornfeder  
Molla / Muelle

Short Reach (S/R) mandrel

Chobert® & Grovit® Mandrel & Spring Information
Aiguilles et Ressorts d'aiguille / Nietdorne und -federn / Mandrini e Molle /  
Mandriles y Muelles

ø

Description 
Description

Beschreibung
Descrizione
Descripción

ø H P P 
S/R

Standard Nose Equipment
Nez de pose Standard
Standard-Mundstück

Testata Standard
Boquilla Estándard

Long Nose Equipment
Nez de pose Long
Langes Mundstück

Testata Lunga
Boquilla Larga

nom. max. max.
Mandrel1)

Part No.
Spring

Part No.
Mandrel3)

Part No.
Spring

Part No.

3/32" (2.4) 
Brass, 

Aluminum

as rec. Standard green
.0725
(1.84)

.166
(4.22)

.071
(1.80)

07150-06003

07150-068032)

07150-07003

07150-07803
+ .0015
(0.04)

1. oversize yellow
.074

(1.88)
.174

(4.42)
.078

(1.98)
07150-063031) S/R only 

=07150-09103
+ .0035
(0.09)

2. oversize blue
.076

(1.93)
.185

(4.70)
N/A 07150-06103 07150-07103

1/8" (3.2)
Aluminum 
Steel, Brass
Chobert® / 

Grovit®

as rec. Standard green
.088

(2.24)
.216

(5.49)
.090

(2.29)
07150-06004

07150-06804

07150-07004

07150-07804

+ .004
(0.10)

1. oversize yellow
.092

(2.34)
.237

(6.02)
.098

(2.49)
07150-06104 07150-07104

+ .010
(0.25)

2. oversize blue
.098

(2.49)
.268

(6.81)
.110

(2.79)
07150-06204 07150-07204

+ .014
(0.35)

3. oversize red
.102

(2.59)
.288

(7.32)
.118

(3.00)
07150-06304 07150-07304

1/8" (3.2)
Double Flush 

Chobert®

as rec. Standard green
.088

(2.24)
N/A

.090
(2.29)

07150-08004

07271-06630 N/A N/A
+ .004
(0.10)

1. oversize yellow
.092

(2.34)
N/A

.098
(2.49)

07150-08104

+ .010
(0.25)

2. oversize blue
.098

(2.49)
N/A

.110
(2.79)

07150-08204

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

English Français Deutsch Italiano Español
Aluminum Aluminium Aluminium Alluminio Aluminio
Brass Laiton Kupfer-Zink Leg. Ottone Latón
Steel Acier Stahl Acciaio Acero
Stainless Steel Inox Edelstahl Acciaio inox Acero inoxidable
Standard green Standard verte Standard grün Standard verde Estándard verde
1. oversize yellow 1. surdimensionée jaune 1. Übermaß gelb 1. maggiorazione giallo 1. sobremedida amarillo
2. oversize blue 2. surdimensionée bleue 2. Übermaß blau 2. maggiorazione blu 2. sobremedida azul
3. oversize red 3. surdimensionée rouge 3. Übermaß rot 3. maggiorazionerosso 3. sobremedida rojo

1)	For S/R mandrel substitute 6 with 8 (07150-06xxx => 07150-08xxx), exception: 07150-06303 becomes 07150-08103.
	 Pour aiguille S/R remplacer 6 par 8 (07150-06xxx => 07150-08xxx), exception: 07150-06303 change à 07150-08103.
	 Für S/R Nietdorn ersetzen Sie 6 durch 8 (07150-06xxx => 07150-08xxx), Ausnahme: 07150-06303 wird zu 07150-08103.
	 Per mandrino S/R sostituire 6 con 8 (07150-06xxx => 07150-08xxx), eccezione: 07150-06303 cambia 07150-08103.
	 Con mandril cono corto S/R cambiar 6 por 8 (07150-06xxx => 07150-08xxx), excepción: 07150-06303 cambia a 07150-08103.
2)	For use with standard flat nosepiece. Tapered nosepiece uses spring 07170-06873 and limited access nosepiece uses 07170-06903.
	 Pour utilisation avec nez de pose standard. Avec le nez de pose biseauté utilisez le ressort d'aiguille 07170-06873 et avec le nez de 

pose en retrait utilisez le 07170-06903.
	 Für Verwendung mit Standard Mundstück flach. Bei spitzem Mundstück verwenden Sie Feder 07170-06873, bei abgesetztem Mundstück 

Feder 07170-06903.
	 Per uso con nasello standard a filo. Con nasello a punta usate molle 07170-06873 e con nasello incassata usate molle 07170-06903.
	 Para uso con boquilla estándar plana. Con boquilla cónica utilizar muelle 07170-06873 y con boquilla de acceso limitado utilizar  

07170-06903.
3)	For S/R mandrel substitute 7 with 9 (07150-07xxx => 07150-09xxx) 

Pour aiguille S/R remplacer 7 par 9 (07150-07xxx => 07150-09xxx)	 
Für S/R Nietdorn ersetzen Sie 7 durch 9 (07150-07xxx => 07150-09xxx)

	 Per mandrino S/R sostituire 7 con 9 (07150-07xxx => 07150-09xxx)
	 Con mandril cono corto S/R cambiar 7 por 9 (07150-07xxx => 07150-09xxx)

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/


POP <Avdel®  Chobert® & Grovit® Mandrel & Spring Information 
Aiguilles et Ressorts d'aiguille / Nietdorne und -federn / Mandrini e Molle / 
Mandriles y Muelles 

Mandrel / Aiguille / Nietdorn 	Spring / Ressort d'aiguille / Nietdornfeder 
Mandrino / Mandril 	 Molla / Muelle 

P 

-iee4905"Y=E 

Short Reach (S/R) mandrel 

0 

nom. 

Description 
Description 

Beschreibung 
Descrizione 
Descripcion 

0 H 
P 

max. 

P 
S/R 

max. 

Standard Nose 
Nez de pose 

Testata Standard 
Boquilla 

Mandrel')  
Part No. 

Standard-Mundstuck 

Equipment 
Standard 

Estandard 

Spring 
Part No. 

Long Nose 
Nez de pose 

Testata 
Boquilla 

Mandrel3)  
Part No. 

Langes Mundstuck 

Equipment 
Long 

Lunga 
Larga 

Spring 
Part No. 

_,..1 	1..._ 

5/32"  (4.0) 
Aluminum

, Steel, Brass 

as rec. Standard green 
. 107 

(2.72) 
.244 

(6.20) (2.54) 
.100

07150-06005 

07170-06875 

07150-07005 

07170-07875 
+ .008 
(0.20) 

1. oversize yellow 
.115 

(2.92) 
.284 

(Z21) 
.116 

(2.95) 07150-06105 07150-07105 

 ' + 015 
(0.38) 

2. oversize blue 
.122 

(3.10) 
.320 

(8.13) 
.130 

(3.30) 
07150-06205 07150-07205 

+ .025 
(0.63) 

3. oversize red 
.132 

(3.35) 
.372 

(9.45) 
.150 

(3.81) 
07150-06305 07150-06805 07150-07305 07150-07805 

3/16"  (4.8) 

Steel, Brass 

as rec. Standard green 
. 132 

(3.35) 
.247 

(6.27) (2.59) 
.102

07150-06006 
07170-06876 

07150-07006 
07170-07876 

Aluminum 1. 
+ .014 
(0.35)  

oversize yellow 
.146 

(3.71) 
.320 

(8.13) 
.130 

(3.30) 
07150-06106 07150-07106 

+ .024 
(0.60) 

2. oversize blue 
.156 

(3.96) 
.372 

(9.45) 
.150 

(3.81) 07150-06206 07150-06806 07150-07206 07150-07806 

1/4" 
Aluminum,

Steel 

as rec. Standard green 
. 184 

(4.67) 
.268 

(6.81) (2.79) 
.110

07150-06008 
07150-06808 

07150-07008 
07150-07808 

+ .012 
(0.30) 

1. oversize yellow 
.196 

(4.98) 
.330 

(8.38) 
.134 

(3.40) 
07150-06108 07150-07108 

dimensions in inch and  (mm) / en pouces et (millimetre)/ alle MaBe in Zoll and  (mm)/  in pollici e  (millimetri) / en pulgadas y  (milimetros) 

1)For S/R mandrel substitute 6 with 8 (07150-06xxx => 07150-08xxx), exception: 07150-06303 becomes 07150-08103. 
Pour aiguille S/R remplacer 6 par 8 (07150-06xxx => 07150-08xxx), exception: 07150-06303 change a 07150-08103. 
Fur S/R Nietdorn ersetzen Sie 6 durch 8 (07150-06xxx => 07150-08xxx), Ausnahme: 07150-06303 wird zu 07150-08103. 
Per mandrino S/R sostituire 6 con 8 (07150-06xxx => 07150-08xxx), eccezione: 07150-06303 cambia 07150-08103. 
Con mandril cono corto S/R cambiar 6 por 8 (07150-06xxx => 07150-08xxx), exception: 07150-06303 cambia a 07150-08103. 

3)For S/R mandrel substitute 7 with 9 (07150-07xxx => 07150-09xxx) 
Pour aiguille S/R remplacer 7 par 9 (07150-07xxx => 07150-09xxx) 
Fur S/R Nietdorn ersetzen Sie 7 durch 9 (07150-07xxx => 07150-09xxx) 
Per mandrino S/R sostituire 7 con 9 (07150-07xxx => 07150-09xxx) 
Con mandril cono corto S/R cambiar 7 por 9 (07150-07xxx => 07150-09xxx) 

English 
	

Francais 	 Deutsch 	 Italiano 	 Espanol 
Aluminum 
	

Aluminium 	 Aluminium 	 Alluminio 	 Aluminio 
Brass 
	

Laiton 
	

Kupfer-Zink Leg. 	Ottone 	 Latin 
Steel 
	

Acier 
	

Stahl 	 Acciaio 	 Acero 
Stainless Steel 	 Inox 	 Edelstahl 	 Acciaio inox 	 Acero inoxidable  
Standard green 	Standard verte 	 Standard gran 	 Standard verde 	Estandard verde  
1. oversize yellow 	1. surdimensionee  jaune 1. UbermaB  gelb 	1. maggiorazione giallo 1. sobremedida amarillo 
2. oversize blue 	2. surdimensionee bleue 2. UbermaB blau 2. maggiorazione blu 	2. sobremedida azul 
3. oversize red 3. surdimensionee rouge 3. UbermaB rot 	3. maggiorazionerosso 	3. sobremedida rojo 

STANLEY. 
Engineered Fastening 

• 
Please check 

-  72 - 	 www.StanleyEngineeredFastening.com  
for latest data and installation information. 

10H 0 

- 72 -
Please check

www.StanleyEngineeredFastening.com
for latest data and installation information.
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Mandrel / Aiguille / Nietdorn  
Mandrino / Mandril

Spring / Ressort d'aiguille / Nietdornfeder  
Molla / Muelle

Short Reach (S/R) mandrel

Chobert® & Grovit® Mandrel & Spring Information
Aiguilles et Ressorts d'aiguille / Nietdorne und -federn / Mandrini e Molle /  
Mandriles y Muelles

ø

Description 
Description

Beschreibung
Descrizione
Descripción

ø H
P P 

S/R

Standard Nose Equipment
Nez de pose Standard
Standard-Mundstück

Testata Standard
Boquilla Estándard

Long Nose Equipment
Nez de pose Long
Langes Mundstück

Testata Lunga
Boquilla Larga

nom. max. max.
Mandrel1)

Part No.
Spring

Part No.
Mandrel3)

Part No.
Spring

Part No.

5/32" (4.0)
Aluminum, 
Steel, Brass

as rec. Standard green
.107

(2.72)
.244

(6.20)
.100

(2.54)
07150-06005

07170-06875

07150-07005

07170-07875
+ .008
(0.20)

1. oversize yellow
.115

(2.92)
.284

(7.21)
.116

(2.95)
07150-06105 07150-07105

+ .015
(0.38)

2. oversize blue
.122

(3.10)
.320

(8.13)
.130

(3.30)
07150-06205 07150-07205

+ .025
(0.63)

3. oversize red
.132

(3.35)
.372

(9.45)
.150

(3.81)
07150-06305 07150-06805 07150-07305 07150-07805

3/16" (4.8)
Aluminum 
Steel, Brass

as rec. Standard green
.132

(3.35)
.247

(6.27)
.102

(2.59)
07150-06006

07170-06876
07150-07006

07170-07876
+ .014
(0.35)

1. oversize yellow
.146

(3.71)
.320

(8.13)
.130

(3.30)
07150-06106 07150-07106

+ .024
(0.60)

2. oversize blue
.156

(3.96)
.372

(9.45)
.150

(3.81)
07150-06206 07150-06806 07150-07206 07150-07806

1/4" (6.4)
Aluminum, 

Steel

as rec. Standard green
.184

(4.67)
.268

(6.81)
.110

(2.79)
07150-06008

07150-06808
07150-07008

07150-07808
+ .012
(0.30)

1. oversize yellow
.196

(4.98)
.330

(8.38)
.134

(3.40)
07150-06108 07150-07108

dimensions in inch and (mm) / en pouces et (millimètre) / alle Maße in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milímetros)

1)	For S/R mandrel substitute 6 with 8 (07150-06xxx => 07150-08xxx), exception: 07150-06303 becomes 07150-08103.
	 Pour aiguille S/R remplacer 6 par 8 (07150-06xxx => 07150-08xxx), exception: 07150-06303 change à 07150-08103.
	 Für S/R Nietdorn ersetzen Sie 6 durch 8 (07150-06xxx => 07150-08xxx), Ausnahme: 07150-06303 wird zu 07150-08103.
	 Per mandrino S/R sostituire 6 con 8 (07150-06xxx => 07150-08xxx), eccezione: 07150-06303 cambia 07150-08103.
	 Con mandril cono corto S/R cambiar 6 por 8 (07150-06xxx => 07150-08xxx), excepción: 07150-06303 cambia a 07150-08103.
3)	For S/R mandrel substitute 7 with 9 (07150-07xxx => 07150-09xxx) 

Pour aiguille S/R remplacer 7 par 9 (07150-07xxx => 07150-09xxx)	 
Für S/R Nietdorn ersetzen Sie 7 durch 9 (07150-07xxx => 07150-09xxx)

	 Per mandrino S/R sostituire 7 con 9 (07150-07xxx => 07150-09xxx)
	 Con mandril cono corto S/R cambiar 7 por 9 (07150-07xxx => 07150-09xxx)

English Français Deutsch Italiano Español
Aluminum Aluminium Aluminium Alluminio Aluminio
Brass Laiton Kupfer-Zink Leg. Ottone Latón
Steel Acier Stahl Acciaio Acero
Stainless Steel Inox Edelstahl Acciaio inox Acero inoxidable
Standard green Standard verte Standard grün Standard verde Estándard verde
1. oversize yellow 1. surdimensionée jaune 1. Übermaß gelb 1. maggiorazione giallo 1. sobremedida amarillo
2. oversize blue 2. surdimensionée bleue 2. Übermaß blau 2. maggiorazione blu 2. sobremedida azul
3. oversize red 3. surdimensionée rouge 3. Übermaß rot 3. maggiorazionerosso 3. sobremedida rojo

FWAHL
PICcovr

FWAHL
SmallO

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Stanley+Engineered+Fastening+Speed+Fastening+Systems+Cat+P1200+Rev022016
http://www.aboveboardelectronics.com/
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