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Hexsert® and Euro Hexsert®    
Inserts with hexagonal body, providing high 
torque-to-turn and pull-out performance, particularly 
in soft metals.

Key features and benefi ts         

Hexagonal section and bore improves torque-to-turn in • 
components via form lock when compared to round and 
splined inserts
Superior pull-out performance• 
Can be used for very thin sheet materials from 0.50 mm • 
(0.02")
Double diameter body and lead-in chamfer provide easy • 
insertion into hole
Access needed from only one side of the application, for • 
high speed assembly
Various platings available to increase corrosion resistance• 

Low profi le head allows near fl ush fi t to application • 
Large fl ange head provides a load bearing surface and • 
reinforces the hole to prevent push-out. Can be used as a 
spacer and can be supplied with an underhead seal.
Closed end prevents the ingress of dirt and fl uids into • 
thread and electrical circuits
Can be used with hand tools, pneumatic tools and fully • 
automated machines to suit a wide range of assembly 
methods

Specifi cations

Thread Sizes: 
M3 – M12
Materials: 
Steel, stainless steel
Headforms: 
Low profi le and large fl ange
Body: 
Hexagonal
Option: 
Closed end
Hole Size: 
Metric and imperial options

Assembly applications          

Automotive chassis • 
components
Electrical engineering• 
Sheet metal• 
Domestic appliances• 
Switchgear cabinets• 
Thermal applications• 

Typical placing sequence       

Please visit our website www.avdel-global.com for fastener placing animations and technical data.
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Hexsert® 9498

English Français Deutsch Italiano Español

Large flange A collerette Flachkopf Flangiato Ala Ancha

Hexagonal body Hexagonal corps Hexagonaler Schaft Hexagonal corpo Hexagonal cuerpo

Low carbon steel*

Zinc plated
Clear trivalent passivated

Acier bas carbone*

Revêtement zingué, 
Passivation claire trivalente

Stahl*

Verzinkt
Klar chromatiert, Cr6-frei

Acciaio a basso tenore di 
carbonio*
Zincatura spessore
Passivazione chiara 
trivalente

Acero bajo en carbono*

Zincado
Pasivado claro trivalente

* : DIN EN 10263-2 Qst 34-3, BS EN/DIN 10263-2 C8C, Werkstoff 1.0213, SAE 1008

Thread / 
filetage / 

Gewinde / 
filetto / rosca

A/F rec. e (grip) øA øB D F øJ M P
Part No/ref

min. max. min. max. ± 0.08 max. ± 0.13 ± 0.08 max. ± 0.50 max.

M4 x 0.7 6.00 6.10 0.50 2.00 5.89 9.17 1.00 5.89 9.20 10.00 5.00 09498-72415

M5 x 0.8 7.00 7.10
0.50 3.00

6.89 10.17 1.00 6.89 11.20
13.20

6.80
09498-72516

3.00 5.50 15.70 09498-72520
M6 x 1.0 9.00 9.10 0.50 3.00 8.89 13.20 1.50 8.89 13.40 15.50 10.10 09498-72620

M8 x 1.25 11.00 11.10
0.50 3.00

10.89 16.28 1.50 10.89 16.20
18.00

11.40
09498-72823

3.00 5.50 20.5 09498-72826
M10 x 1.5 13.00 13.10 1.00 3.50 12.89 19.10 2.00 12.89 18.50 21.0 13.20 09498-72026
M12 x 1.75 16.00 16.10 1.50 4.50 15.89 23.30 2.25 15.89 23.60 27.8 17.00 09498-72235
all dimensions in mm / en millimètres / alle Maße in mm / in millimetri / en milimetros

Thread / 
filetage /  

Gewinde / 
filetto / rosca

Recommended max 
torque

Pull-out Torque-to-turn Push-out

Nm max. kN  Nm min. kN
M4 x 0.7 5.1 6.3 4.5 2.2
M5 x 0.8 7.9 8.8 8.6 3.6
M6 x 1.0 12.4 14.4 11.9 5.3
M8 x 1.25 32.0 15.0 25.0 8.0
M10x x 1.5 45.0 19.7 45.2 9.2
M12 x 1.75 60.0 21.3 58.0 10.2
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Hexsert® 9688

English Français Deutsch Italiano Español

Low profile Auto-affleurante Extra kleiner Kopf Testa a fila Sin ala

Hexagonal body Hexagonal corps Hexagonaler Schaft Hexagonal corpo Hexagonal cuerpo

Low carbon steel*

Zinc plated
Clear trivalent passivated
Lubricated

Acier bas carbone*

Revêtement zingué, 
Passivation claire trivalente
Lubrifié

Stahl*

Verzinkt
Klar chromatiert, Cr6-frei
Trockenfilmbeschichtet

Acciaio a basso tenore di 
carbonio*
Zincatura spessore
Passivazione chiara 
trivalente
Lubrificato

Acero bajo en carbono*

Zincado
Pasivado claro trivalente
Lubricado

* : DIN EN 10263-2 Qst 34-3, BS EN/DIN 10263-2 C8C, Werkstoff 1.0213, SAE 1008

Thread / 
filetage / 

Gewinde / 
filetto / rosca

A/F e (grip) øA B D F øJ M P
Part No/ref

min. max. min. max. max. max. max. max. min. e max. e max. max.

M3 x 0.5 4.80 4.85 0.70 1.63 4.72 6.10 0.45 4.81 6.90 6.40 9.02 5.40 09688-70310
M4 x 0.7 6.38 6.43 0.51 1.63 6.33 8.00 0.69 6.37 10.00 8.70 10.42 7.40 09688-70413
M5 x 0.8 7.32 7.37 0.51 2.03 7.14 9.22 0.72 7.26 12.20 10.70 11.82 7.20 09688-70514
M6 x 1.0   9.65   9.70 0.76 2.92 9.53 11.94 0.89 9.64 15.00 12.70 14.61 9.70 09688-70619
M8 x 1.25 10.70 10.80 0.91 3.25 10.50 12.96 0.89 10.67 16.60 14.30 16.00 10.50 09688-70821

all dimensions in mm / en millimètres / alle Maße in mm / in millimetri / en milimetros

Thread / 
filetage / 

Gewinde / 
filetto / rosca

Recommended max 
torque

Pull-out Torque-to-turn Push-out

Nm max. kN  Nm min. kN
M3 x 0.5 1.5 2.9 1.0 0.8
M4 x 0.7 5.1 4.2 4.0 1.3
M5 x 0.8 7.9 5.9 6.6 1.9
M6 x 1.0 12.4 6.9 8.7 2.4
M8 x 1.25 16.4 14.8 11.8 2.8
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English Français Deutsch Italiano Español

Low profile Auto-affleurante Extra kleiner Kopf Testa a fila Sin ala

Hexagonal body Hexagonal corps Hexagonaler Schaft Hexagonal corpo Hexagonal cuerpo

Low carbon steel*

Zinc plated
Clear trivalent passivated

Acier bas carbone*

Revêtement zingué
Passivation claire trivalente

Stahl*

Verzinkt
Klar chromatiert, Cr6-frei

Acciaio a basso tenore di 
carbonio*
Zincato
Passivazione chiara 
trivalente

Acero bajo en carbono*

Zincado
Pasivado claro trivalente

* : DIN EN 10263-2 Qst 34-3, BS EN/DIN 10263-2 C8C, Werkstoff 1.0213, SAE 1008

Thread / 
filetage / 

Gewinde / 
filetto / rosca

A/F e (grip) øA B D F øJ M P
Part No/ref

+0.1/-0 min. max. ± 0.08 max. ± 0.07 ± 0.08 max. ± 0.50 max.

M4 x 0.7 6.0 0.50 2.00 5.89 7.80 0.69 5.89 9.20 10.50 6.00 39101-74020
M5 x 0.8 7.0 0.50 3.00 6.89 9.10 0.77 6.89 11.20 12.70 8.60 39101-75030
M6 x 1.0 9.0 0.50 3.00 8.89 11.60 0.91 8.89 13.40 15.00 10.10 39101-76030
M8 x 1.25 11.0 0.50 3.00 10.89 14.20 1.07 10.89 16.20 17.50 11.40 39101-78030
M10 x 1.5 13.0 1.00 3.50 12.89 16.40 1.07 12.89 18.50 20.20 13.20 39101-70035

all dimensions in mm / en millimètres / alle Maße in mm / in millimetri / en milimetros

Thread / 
filetage / 

Gewinde / 
filetto / rosca

Recommended max 
torque

Pull-out Torque-to-turn Push-out

Nm max. kN  Nm min. kN
M4 x 0.7 5.1 6.3 4.2 1.4
M5 x 0.8 7.9 8.8 7.5 2.6
M6 x 1.0 12.4 14.4 10.7 3.2
M8 x 1.25 32.0 15.0 22.7 4.1

M10 x 1.5 45.0 19.7 38.5 5.2
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Euro Hexsert® 39101
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English Français Deutsch Italiano Español

Low profile Auto-affleurante Extra kleiner Kopf Testa a fila Sin ala

Hexagonal body Hexagonal corps Hexagonaler Schaft Hexagonal corpo Hexagonal cuerpo

Stainless steel*
Natural

Inox*
Brut

Edelstahl*
Blank

Acciaio inox*
Nessuna finitura

Acero inoxidable*
Natural

* : BS 111 394S17, Werkstoff 1.4567

Thread / 
filetage / 

Gewinde / 
filetto / rosca

A/F e (grip) øA B D F øJ M P
Part No/ref

+0.1/-0 min. max. ± 0.08 max. ± 0.13 ± 0.08 max. ± 0.50 max.

M6 x 1.0 9.0
0.50 3.00

8.91 11.60 0.84 8.91 13.20
15.00

10.10
39102-26030

3.00 5.50 17.50 39102-26055
all dimensions in mm / en millimètres / alle Maße in mm / in millimetri / en milimetros

Thread / 
filetage / 

Gewinde / 
filetto / rosca

Recommended max 
torque

Pull-out Torque-to-turn Push-out

Nm max. kN  Nm min. kN
39102-26030 16.9 16.4 12.5 4.1
39102-26055 16.9 22.0 25.0 4.1

D

e
grip P

øJ

øA

 B

M

F A/F

Euro Hexsert® 39102
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Euro Hexsert® 49141

English Français Deutsch Italiano Español

Large flange A collerette Flachkopf Flangiato Ala Ancha

Hexagonal body Hexagonal corps Hexagonaler Schaft Hexagonal corpo Hexagonal cuerpo

Closed end Borgne Geschlossen Fondo cieco Fondo cerrado

Low carbon steel*

Zinc plated
Clear trivalent passivated

Acier bas carbone*

Revêtement zingué, 
Passivation claire trivalente

Stahl*

Verzinkt
Klar chromatiert, Cr6-frei

Acciaio a basso tenore di 
carbonio*
Zincatura spessore
Passivazione chiara 
trivalente

Acero bajo en carbono*

Zincado
Pasivado claro trivalente

* : DIN EN 10263-2 Qst 34-3, BS EN/DIN 10263-2 C8C, Werkstoff 1.0213, SAE 1008

e
grip P

øJ
øA

M

F
A/F

DøB

Thread / 
filetage / 

Gewinde / 
filetto / rosca

A/F rec. e (grip) øA øB D F øJ M P
Part No/ref

min. max. min. max. ± 0.08 max. ± 0.13 ± 0.08 max. ± 0.50 max.

M6 x 1.0 9.00 9.10 0.50 3.00 8.89 13.20 1.50 8.89 13.40 27.30 17.80 49141-76030
M8 x 1.25 11.00 11.10 0.50 3.00 10.89 16.28 1.50 10.89 16.20 28.00 20.10 49141-78030
all dimensions in mm / en millimètres / alle Maße in mm / in millimetri / en milimetros

Thread / 
filetage /  

Gewinde / 
filetto / rosca

Recommended max 
torque

Pull-out Torque-to-turn Push-out

Nm max. kN  Nm min. kN
M6 x 1.0 12.4 14.4 11.9 5.3
M8 x 1.25 32.0 15.0 25.0 8.0
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